
RECEIVED: April 12, 2012

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS AND MINING

  
APPLICATION FOR PERMIT TO DRILL 1. WELL NAME and NUMBER

State 11-34-3-3W 

2. TYPE OF WORK

DRILL NEW WELL      REENTER P&A WELL      DEEPEN WELL   
3. FIELD OR WILDCAT

WILDCAT  

4. TYPE OF WELL
Oil Well             Coalbed Methane Well: NO 

5. UNIT or COMMUNITIZATION AGREEMENT NAME
 

6. NAME OF OPERATOR
NEWFIELD PRODUCTION COMPANY  

7. OPERATOR PHONE
435 646-4825 

8. ADDRESS OF OPERATOR
Rt 3 Box 3630 , Myton, UT, 84052 

9. OPERATOR E-MAIL
mcrozier@newfield.com 

10. MINERAL LEASE NUMBER
(FEDERAL, INDIAN, OR STATE)

ML-50718 

11. MINERAL OWNERSHIP

FEDERAL     INDIAN     STATE     FEE   
12. SURFACE OWNERSHIP

FEDERAL     INDIAN     STATE     FEE   

13. NAME OF SURFACE OWNER (if box 12 = 'fee')
Donna, Steven and Leon Clayburn 

14. SURFACE OWNER PHONE (if box 12 = 'fee')
435-646-3273 

15. ADDRESS OF SURFACE OWNER (if box 12 = 'fee')
HC 64 Box 450 , Duchesne, UT 84021 

16. SURFACE OWNER E-MAIL (if box 12 = 'fee')
 

17. INDIAN ALLOTTEE OR TRIBE NAME
(if box 12 = 'INDIAN')

 

18. INTEND TO COMMINGLE PRODUCTION FROM
MULTIPLE FORMATIONS

YES   (Submit Commingling Application)    NO   

19. SLANT

   
VERTICAL    DIRECTIONAL    HORIZONTAL   

20. LOCATION OF WELL FOOTAGES QTR-QTR SECTION TOWNSHIP RANGE MERIDIAN

LOCATION AT SURFACE 1983 FSL   1807 FWL  NESW  34  3.0 S  3.0 W  U 

Top of Uppermost Producing Zone 1983 FSL   1807 FWL  NESW  34  3.0 S  3.0 W  U 

At Total Depth 1983 FSL   1807 FWL  NESW  34  3.0 S  3.0 W  U 

21. COUNTY
DUCHESNE  

22. DISTANCE TO NEAREST LEASE LINE (Feet)
487 

23. NUMBER OF ACRES IN DRILLING UNIT
40 

 
 

25. DISTANCE TO NEAREST WELL IN SAME POOL
(Applied For Drilling or Completed)

0 

26. PROPOSED DEPTH
MD: 9635     TVD: 9635 

27. ELEVATION - GROUND LEVEL

5358 

28. BOND NUMBER

B001834 

29. SOURCE OF DRILLING WATER /
WATER RIGHTS APPROVAL NUMBER IF APPLICABLE

437478 

Hole, Casing, and Cement Information

String Hole Size Casing Size Length Weight Grade & Thread Max Mud Wt. Cement Sacks Yield Weight

 COND  17.5  14  0 -  60  37.0   H-40 ST&C  0.0  Class G  35  1.17  15.8

 SURF  12.25  9.625  0 - 2500  36.0   J-55 ST&C  0.0  Premium Lite High Strength  204  3.53  11.0

               Class G  154  1.17  15.8

 PROD  8.75  5.5  0 - 9635  20.0   P-110 LT&C  10.0  Premium Lite High Strength  298  3.53  11.0

               50/50 Poz  939  1.24  14.3

ATTACHMENTS
 

VERIFY THE FOLLOWING ARE ATTACHED IN ACCORDANCE WITH THE UTAH OIL AND GAS CONSERVATION GENERAL RULES
 

 WELL PLAT OR MAP PREPARED BY LICENSED SURVEYOR OR ENGINEER  COMPLETE DRILLING PLAN

AFFIDAVIT OF STATUS OF SURFACE OWNER AGREEMENT (IF FEE SURFACE) FORM 5. IF OPERATOR IS OTHER THAN THE LEASE OWNER

DIRECTIONAL SURVEY PLAN (IF DIRECTIONALLY OR HORIZONTALLY DRILLED) TOPOGRAPHICAL MAP

NAME Don Hamilton  TITLE Permitting Agent  PHONE 435 719-2018 

SIGNATURE DATE 10/07/2011  EMAIL starpoint@etv.net 

API NUMBER ASSIGNED

    43013509960000

    
Permit Manager 

APPROVAL

FORM 3

AMENDED REPORT

API Well Number: 43013509960000
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API Well Number: 43013509960000

FORM 3
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES AMENDEDREPORT
DIVISION OF OIL, GAS AND MINING

APPLICATION FOR PERMIT TO DRILL 1. WELL NAME and NUSMa
e 1-34-3-3W

2. TYPE OF WORK 3. FIELD OR WILDCAT
DRILLNEWWELL REENTERP&AWELL DEEPENWELLI WLDCAT

4. TYPE OF WELL 5. UNIT or COMMUNITIZATION AGREEMENT NAME
Oil Well Coalbed Methane Well: NO

6. NAME OF OPERATOR 7. OPERATOR PHONE
NEWFIELD PRODUCTION COMPANY 435 646-4825

8. ADDRESS OF OPERATOR 9. OPERATOR E-MAIL
Rt 3 Box 3630 , Myton, UT, 84052 mcrozier@newfield.com

10. MINERAL LEASE NUMBER 11. MINERAL OWNERSHIP 12. SURFACE OWNERSHIP
(FEDERAL,INDIAN,ORSTAML50718 FEDERAL INDIAN I STATE FEE FEDERAL INDIAN STATE FEE I

13. NAME OF SURFACE OWNER (if box 12 = 'fee') 14. SURFACE OWNER PHONE (if box 12 = 'fee')
Donna, Steven and Leon Clayburn 435-646-3273

15. ADDRESS OF SURFACE OWNER (if box 12 = 'fee') 16. SURFACE OWNER E-MAIL (if box 12 = 'fee')
HC 64 Box 450 , Duchesne, UT 84021

17. INDIAN ALLOTTEE OR TRIBE NAME 18. INTEND TO COMMINGLE PRODUCTION FROM 19. SLANT

(if box 12 = 'INDIAN')
MULTIPLE FORMATIONS

YES (Submit Commingling Application) NO VERTICAL DIRECTIONAL HORIZONTAL

20. LOCATION OF WELL FOOTAGES QTR-QTR SECTION TOWNSHIP RANGE MERIDIAN

LOCATION AT SURFACE 1983 FSL 1807 FWL NESW 34 3.0 S 3.0 W U

Top of Uppermost Producing Zone 1983 FSL 1807 FWL NESW 34 3.0 S 3.0 W U

At Total Depth 1983 FSL 1807 FWL NESW 34 3.0 S 3.0 W U

21. COUNTY 22. DISTANCE TO NEAREST LEASE LINE (Feet) 23. NUMBER OF ACRES IN DRILLING UNIT
DUCHESNE 487 40

25. DISTANCE TO NEAREST WELL IN SAME POOL 26. PROPOSED DEPTH
(Applied For Drilling or Completed) MD: 9635 TVD: 9635

0

27. ELEVATION - GROUND LEVEL 28. BOND NUMBER 29. SOURCE OF DRILLING WATERI
WATER RIGHTS APPROVAL NUMBER IF APPLICABLE

5358 BOO1834 437478

Hole, Casing, and Cement Information

String Hole Size Casing Size Length Weight Grade & Thread Max Mud Wt. Cement Sacks Yield Weight

COND 17.5 14 0 - 60 37.0 H-40 ST&C 0.0 Class G 35 1.17 15.8

SURF 12.25 9.625 0 - 2500 36.0 J-55 ST&C 0.0 Premium Lite High Strength 204 3.53 11.0

Class G 154 1.17 15.8

PROD 8.75 5.5 0 - 9635 20.0 P-110 LT&C 10.0 Premium Lite High Strength 298 3.53 11.0

50/50 Poz 939 1.24 14.3

ATTACHMENTS

VERIFY THE FOLLOWING ARE ATTACHED IN ACCORDANCE WITH THE UTAH OIL AND GAS CONSERVATION GENERAL RULES

WELL PLATOR MAP PREPARED BY LICENSED SURVEYOR OR ENGINEER COMPLETE DRILLING PLAN

AFFIDAVIT OF STATUS OF SURFACE OWNER AGREEMENT(IF FEE SURFACE) FORM 5. IF OPERATOR IS OTHER THAN THE LEASE OWNER

DIRECTIONAL SURVEY PLAN (IF DIRECTIONALLYOR HORIZONTALLY DRILLED) TOPOGRAPHICAL MAP

NAME Don Hamilton TITLE Permitting Agent PHONE 435 719-2018

SIGNATURE DATE 10/07/2011 EMAIL starpoint@etv.net

API NUMBER ASSIGNED APPROVAL
43013509960000

Permit Manager

RECEIVED: April 12,

API Well Number: 43013509960000

FORM 3
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES AMENDEDREPORT
DIVISION OF OIL, GAS AND MINING

APPLICATION FOR PERMIT TO DRILL 1. WELL NAME and NUSMa
e 1-34-3-3W

2. TYPE OF WORK 3. FIELD OR WILDCAT
DRILLNEWWELL REENTERP&AWELL DEEPENWELLI WLDCAT

4. TYPE OF WELL 5. UNIT or COMMUNITIZATION AGREEMENT NAME
Oil Well Coalbed Methane Well: NO

6. NAME OF OPERATOR 7. OPERATOR PHONE
NEWFIELD PRODUCTION COMPANY 435 646-4825

8. ADDRESS OF OPERATOR 9. OPERATOR E-MAIL
Rt 3 Box 3630 , Myton, UT, 84052 mcrozier@newfield.com

10. MINERAL LEASE NUMBER 11. MINERAL OWNERSHIP 12. SURFACE OWNERSHIP
(FEDERAL,INDIAN,ORSTAML50718 FEDERAL INDIAN I STATE FEE FEDERAL INDIAN STATE FEE I

13. NAME OF SURFACE OWNER (if box 12 = 'fee') 14. SURFACE OWNER PHONE (if box 12 = 'fee')
Donna, Steven and Leon Clayburn 435-646-3273

15. ADDRESS OF SURFACE OWNER (if box 12 = 'fee') 16. SURFACE OWNER E-MAIL (if box 12 = 'fee')
HC 64 Box 450 , Duchesne, UT 84021

17. INDIAN ALLOTTEE OR TRIBE NAME 18. INTEND TO COMMINGLE PRODUCTION FROM 19. SLANT

(if box 12 = 'INDIAN')
MULTIPLE FORMATIONS

YES (Submit Commingling Application) NO VERTICAL DIRECTIONAL HORIZONTAL

20. LOCATION OF WELL FOOTAGES QTR-QTR SECTION TOWNSHIP RANGE MERIDIAN

LOCATION AT SURFACE 1983 FSL 1807 FWL NESW 34 3.0 S 3.0 W U

Top of Uppermost Producing Zone 1983 FSL 1807 FWL NESW 34 3.0 S 3.0 W U

At Total Depth 1983 FSL 1807 FWL NESW 34 3.0 S 3.0 W U

21. COUNTY 22. DISTANCE TO NEAREST LEASE LINE (Feet) 23. NUMBER OF ACRES IN DRILLING UNIT
DUCHESNE 487 40

25. DISTANCE TO NEAREST WELL IN SAME POOL 26. PROPOSED DEPTH
(Applied For Drilling or Completed) MD: 9635 TVD: 9635

0

27. ELEVATION - GROUND LEVEL 28. BOND NUMBER 29. SOURCE OF DRILLING WATERI
WATER RIGHTS APPROVAL NUMBER IF APPLICABLE

5358 BOO1834 437478

Hole, Casing, and Cement Information

String Hole Size Casing Size Length Weight Grade & Thread Max Mud Wt. Cement Sacks Yield Weight

COND 17.5 14 0 - 60 37.0 H-40 ST&C 0.0 Class G 35 1.17 15.8

SURF 12.25 9.625 0 - 2500 36.0 J-55 ST&C 0.0 Premium Lite High Strength 204 3.53 11.0

Class G 154 1.17 15.8

PROD 8.75 5.5 0 - 9635 20.0 P-110 LT&C 10.0 Premium Lite High Strength 298 3.53 11.0

50/50 Poz 939 1.24 14.3

ATTACHMENTS

VERIFY THE FOLLOWING ARE ATTACHED IN ACCORDANCE WITH THE UTAH OIL AND GAS CONSERVATION GENERAL RULES

WELL PLATOR MAP PREPARED BY LICENSED SURVEYOR OR ENGINEER COMPLETE DRILLING PLAN

AFFIDAVIT OF STATUS OF SURFACE OWNER AGREEMENT(IF FEE SURFACE) FORM 5. IF OPERATOR IS OTHER THAN THE LEASE OWNER

DIRECTIONAL SURVEY PLAN (IF DIRECTIONALLYOR HORIZONTALLY DRILLED) TOPOGRAPHICAL MAP

NAME Don Hamilton TITLE Permitting Agent PHONE 435 719-2018

SIGNATURE DATE 10/07/2011 EMAIL starpoint@etv.net

API NUMBER ASSIGNED APPROVAL
43013509960000

Permit Manager

RECEIVED: April 12,



RECEIVED: October 07, 2011

1. Formation Tops

2. Depth to Oil, Gas, Water, or Minerals

(water)

- (oil)

- (oil)

3. Pressure Control

Section BOP Description

Surface 12-1/4" diverter

Production

4. Casing

Assumptions:

Surface casing MASP = (frac gradient + 1.0 ppg) - (gas gradient)

Production casing MASP = (reservoir pressure) - (gas gradient)

Conductor

14

--

--

Production

--

--
Weld -- -- --

11,080 548,000

3.33
P-110 LTC 9.5 10 --

12,640

2.74 2.84
0' 9,635' 20

Collapse Tension

Safety Factors

3,520 2,020 394,000

MW @ 

Shoe

8.33

Frac 

Grad 

@ Shoe

12

Burst

2.51

--

--

2.54 4.38

8,200'

8,200' TD

5 1/2

Grade

J-55

Interval
Weight 

(ppf)

36

Coup

STC

Pore 

Press @ 

Shoe

8.33

Top Bottom

0' 2,500'

Description

Surface

9 5/8

0' 60' 37 H-40

5,625'Garden Gulch member

Base of moderately saline 494'

Green River

Wasatch

The BOP and related equipment shall meet the minimum requirements of Onshore 

Oil and Gas Order No. 2 for equipment and testing requirements, procedures, etc 

for a 5M system.

A 5M BOP system will consist of 2 ram preventers (double or two singles) and an 

annular preventer (see attached diagram).  A choke manifold rated to at least 

5,000 psi will be used.

Newfield Production Company

State 11-34-3-3W

NE/SW Section 34, T3S, R3W

Duchesne County, UT

Drilling Program

surface

2,975'

8,200'

9,635'

Uinta

Green River

Wasatch

TD

5,625'

API Well Number: 43013509960000
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API Well Number: 43013509960000

Newfield Production Company
State 11-34-3-3W

NE/SW Section 34, T3S, R3W
Duchesne County, UT

Drilling Program

1. Formation Tops

Uinta surface
Green River 2,975'
Garden Gulch member 5,625'
Wasatch 8,200'
TD 9,635'

2. Depth to Oil, Gas, Water, or Minerals

Base of moderately saline 494' (water)
Green River 5,625' - 8,200' (oil)
Wasatch 8,200' - TD (oil)

3. Pressure Control

Section BOP Description

Surface 12-1/4" diverter

Production The BOP and related equipment shall meet the minimum requirements of Onshore
Oil and Gas Order No. 2 for equipment and testing requirements, procedures, etc
for a 5M system.

A 5M BOP system will consist of 2 ram preventers (double or two singles) and an
annular preventer (see attached diagram). A choke manifold rated to at least
5,000 psi will be used.

4. Casing

Interval Pore Frac Safety Factors
Weight MW @Description Grade Coup Press @ Grad

(ppf) Shoe
Top Bottom Shoe @Shoe Burst Collapse Tension

Conductor
0' 60' 37 H-40 Weld -

14

Surface 3,520 2,020 394,000
0' 2,500' 36 J-55 STC 8.33 8.33 12

9 5/8 2.51 2.54 4.38

Production 12,640 11,080 548,000
0' 9,635' 20 P-110 LTC 9.5 10 --

5 1/2 3.33 2.74 2.84

Assumptions:
Surface casing MASP = (frac gradient + 1.0 ppg) - (gasgradient)
Production casing MASP = (reservoir pressure) - (gasgradient)

RECEIVED: October 07,

API Well Number: 43013509960000

Newfield Production Company
State 11-34-3-3W

NE/SW Section 34, T3S, R3W
Duchesne County, UT

Drilling Program

1. Formation Tops

Uinta surface
Green River 2,975'
Garden Gulch member 5,625'
Wasatch 8,200'
TD 9,635'

2. Depth to Oil, Gas, Water, or Minerals

Base of moderately saline 494' (water)
Green River 5,625' - 8,200' (oil)
Wasatch 8,200' - TD (oil)

3. Pressure Control

Section BOP Description

Surface 12-1/4" diverter

Production The BOP and related equipment shall meet the minimum requirements of Onshore
Oil and Gas Order No. 2 for equipment and testing requirements, procedures, etc
for a 5M system.

A 5M BOP system will consist of 2 ram preventers (double or two singles) and an
annular preventer (see attached diagram). A choke manifold rated to at least
5,000 psi will be used.

4. Casing

Interval Pore Frac Safety Factors
Weight MW @Description Grade Coup Press @ Grad

(ppf) Shoe
Top Bottom Shoe @Shoe Burst Collapse Tension

Conductor
0' 60' 37 H-40 Weld -

14

Surface 3,520 2,020 394,000
0' 2,500' 36 J-55 STC 8.33 8.33 12

9 5/8 2.51 2.54 4.38

Production 12,640 11,080 548,000
0' 9,635' 20 P-110 LTC 9.5 10 --

5 1/2 3.33 2.74 2.84

Assumptions:
Surface casing MASP = (frac gradient + 1.0 ppg) - (gasgradient)
Production casing MASP = (reservoir pressure) - (gasgradient)
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RECEIVED: October 07, 2011

All collapse calculations assume fully evacuated casing with a gas gradient

All tension calculations assume air weight of casing

Gas gradient = 0.1 psi/ft

All casing shall be new.

All casing strings shall have a minimum of 1 centralizer on each of the bottom 3 joints.

5. Cement

6. Type and Characteristics of Proposed Circulating Medium

Interval Description

Surface - 

- TD

7. Logging, Coring, and Testing

Logging:

12 1/4

8 3/4

180

A dual induction, gamma ray, and caliper log will be run from TD to the base of the 

surface casing.  A compensated neutron/formation density log will be run from TD to the 

top of the Garden Gulch formation.  A cement bond log will be run from PBTD to the 

cement top behind the production casing.

Actual cement volumes for the production casing string will be calculated from an open hole caliper 

log, plus 15% excess.

2,500'

2,500'

15.8 1.17

15%

A water based mud system will be utilized.  Hole stability may be improved 

with additions of KCl or a similar inhibitive substance.  In order to control 

formation pressure the system will be weighted with additions of bentonite, and 

if conditions warrant, with barite.

Anticipated maximum mud weight is 10.0 ppg.

The surface casing will be cemented to surface.  In the event that cement does not reach surface 

during the primary cement job, a remedial job will be performed.

15% 14.3 1.24

Class G w/ 2% KCl + 0.25 lbs/sk Cello 

Flake

Premium Lite II w/ 3% KCl + 10% 

bentonite

50/50 Poz/Class G w/ 3% KCl + 2% 

bentonite 939

15%

Tail

Surface

Production

An air and/or fresh water system will be utilized.  If an air rig is used, the blooie 

line discharge may be less than 100' from the wellbore in order to minimize 

location size.  The blooie line is not equipped with an automatic igniter.   The 

air compressor may be located less than 100' from the well bore due to the low 

possibility of combustion with the air/dust mixture.  Water will be on location 

to be used as kill fluid, if necessary.

8 3/4

15% 11.0

15.815%

11.0 3.53

3.53

Slurry Description

Premium Lite II w/ 3% KCl + 10% 

bentonite

ft
3

sacks

720

154

1053

298

1.17
41

35

OH excess
Weight 

(ppg)

Yield 

(ft
3
/sk)

Job

Surface

Lead

Hole Size

12 1/4

Tail

Production

Lead

1165

Conductor

204

Class G w/ 2% KCl + 0.25 lbs/sk Cello 

Flake

Fill

2,000'

500'

3,625'

4,010'

17 1/2 60'

API Well Number: 43013509960000
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All collapse calculations assume fully evacuated casing with a gas gradient
All tension calculations assume air weight of casing
Gas gradient = 0.1 psi/ft

All casing shall be new.
All casing strings shall have a minimum of 1 centralizer on each of the bottom 3 joints.

5. Cement

it Weight Yield
Job Hole Size Fill Slurry Description - OH excess

sacks (ppg) (ft'Isk)

Class G w/ 2% KCl+ 0.25 lbs/sk Cello 41
Conductor 17 1/2 60' - 15% 15.8 1.17

Flake 35

Surface Premium Lite II w/ 3% KCl + 10% 720
12 1/4 2,000' - 15% 11.0 3.53

Lead bentonite 204

Surface Class G w/ 2% KCl+ 0.25 lbs/sk Cello 180
12 1/4 500' - 15% 15.8 1.17

Tail Flake 154

Production Premium Lite II w/ 3% KCl + 10% 1053
8 3/4 3,625' - 15% 11.0 3.53

Lead bentonite 298

Production 50/50 Poz/Class G w/ 3% KCl + 2% 1165
8 3/4 4,010' - 15% 14.3 1.24

Tail bentonite 939

The surface casing will be cemented to surface. In the event that cement does not reach surface
during the primary cement job, a remedial job will be performed.

Actual cement volumes for the production casing string will be calculated from an open hole caliper
log, plus 15% excess.

6. Type and Characteristics of Proposed Circulating Medium

Interval Description

Surface - 2,500' An air and/or fresh water system will be utilized. If an air rig is used, the blooie
line discharge may be less than 100' from the wellbore in order to minimize
location size. The blooie line is not equipped with an automatic igniter. The
air compressor may be located less than 100' from the well bore due to the low
possibility of combustion with the air/dust mixture. Water will be on location
to be used as kill fluid, if necessary.

2,500' - TD A water based mud system will be utilized. Hole stability may be improved
with additions of KCl or a similar inhibitive substance. In order to control
formation pressure the system will be weighted with additions of bentonite, and
if conditions warrant, with barite.
Anticipated maximum mud weight is 10.0 ppg.

7. Logging, Coring, and Testing

Logging: A dual induction, gamma ray, and caliper log will be run from TD to the base of the
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API Well Number: 43013509960000

All collapse calculations assume fully evacuated casing with a gas gradient
All tension calculations assume air weight of casing
Gas gradient = 0.1 psi/ft

All casing shall be new.
All casing strings shall have a minimum of 1 centralizer on each of the bottom 3 joints.

5. Cement

it Weight Yield
Job Hole Size Fill Slurry Description - OH excess

sacks (ppg) (ft'Isk)

Class G w/ 2% KCl+ 0.25 lbs/sk Cello 41
Conductor 17 1/2 60' - 15% 15.8 1.17

Flake 35

Surface Premium Lite II w/ 3% KCl + 10% 720
12 1/4 2,000' - 15% 11.0 3.53

Lead bentonite 204

Surface Class G w/ 2% KCl+ 0.25 lbs/sk Cello 180
12 1/4 500' - 15% 15.8 1.17

Tail Flake 154

Production Premium Lite II w/ 3% KCl + 10% 1053
8 3/4 3,625' - 15% 11.0 3.53

Lead bentonite 298

Production 50/50 Poz/Class G w/ 3% KCl + 2% 1165
8 3/4 4,010' - 15% 14.3 1.24

Tail bentonite 939

The surface casing will be cemented to surface. In the event that cement does not reach surface
during the primary cement job, a remedial job will be performed.

Actual cement volumes for the production casing string will be calculated from an open hole caliper
log, plus 15% excess.

6. Type and Characteristics of Proposed Circulating Medium

Interval Description

Surface - 2,500' An air and/or fresh water system will be utilized. If an air rig is used, the blooie
line discharge may be less than 100' from the wellbore in order to minimize
location size. The blooie line is not equipped with an automatic igniter. The
air compressor may be located less than 100' from the well bore due to the low
possibility of combustion with the air/dust mixture. Water will be on location
to be used as kill fluid, if necessary.

2,500' - TD A water based mud system will be utilized. Hole stability may be improved
with additions of KCl or a similar inhibitive substance. In order to control
formation pressure the system will be weighted with additions of bentonite, and
if conditions warrant, with barite.
Anticipated maximum mud weight is 10.0 ppg.

7. Logging, Coring, and Testing

Logging: A dual induction, gamma ray, and caliper log will be run from TD to the base of the
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Cores: As deemed necessary.

DST: There are no DST's planned for this well.

8. Anticipated Abnormal Pressure or Temperature

x psi/ft = psi

9. Other Aspects

This is planned as a vertical well.

No abnormal temperature is expected.  No H2S is expected.

4760

A dual induction, gamma ray, and caliper log will be run from TD to the base of the 

surface casing.  A compensated neutron/formation density log will be run from TD to the 

top of the Garden Gulch formation.  A cement bond log will be run from PBTD to the 

cement top behind the production casing.

9,635'

Maximum anticipated bottomhole pressure will be approximately equal to total depth (feet)

multiplied by a 0.49 psi/ft gradient.

0.49
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API Well Number: 43013509960000

surface casing. A compensated neutron/formation density log will be run from TD to the
top of the Garden Gulch formation. A cement bond log will be run from PBTD to the
cement top behind the production casing.

Cores: As deemed necessary.

DST: There are no DST's planned for this well.

8. Anticipated Abnormal Pressure or Temperature

Maximum anticipated bottomhole pressure will be approximately equal to total depth (feet)
multiplied by a 0.49 psi/ft gradient.

9,635' x 0.49 psi/ft = 4760 psi

No abnormal temperature is expected. No H2S is expected.

9. Other Aspects

This is planned as a vertical well.
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API Well Number: 43013509960000

surface casing. A compensated neutron/formation density log will be run from TD to the
top of the Garden Gulch formation. A cement bond log will be run from PBTD to the
cement top behind the production casing.

Cores: As deemed necessary.

DST: There are no DST's planned for this well.

8. Anticipated Abnormal Pressure or Temperature

Maximum anticipated bottomhole pressure will be approximately equal to total depth (feet)
multiplied by a 0.49 psi/ft gradient.

9,635' x 0.49 psi/ft = 4760 psi

No abnormal temperature is expected. No H2S is expected.

9. Other Aspects

This is planned as a vertical well.
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AFFIDAVIT OF EASEMENT, RIGHT-OF-WAY AND
SURFACE USE AGREEMENT

Shane Gillespie personally appeared before me, being duly sworn, deposes and with
respect to State of Utah R649-3-34.7 says:

1. My name is Shane Gillespie. I am a Landman for Newfield Production Company,
whose address is 1001 17thStreet, Suite 2000, Denver, CO 80202 ("Newfield").

2. Newfield is the Operator of the proposed State 11-34-3-3W well to be located in
the NESW of Section _34, Township 3 South, Range 3 West, Duchesne County,
Utah (the "Drillsite Location"). The surface owners of the Drillsite Location are
Donna J. Clayburn, Steven Kenneth Clayburn, and Leon Clayburn, Successor
Trustees of The David Kenneth and Donna J. Clayburn Trust, dated the 13thday
of January, 1193 whose joint address is HC 64 Box 450, Duchesne, UT 84021
("Surface Owner").

3. Newfield and the Surface Owner have agreed upon an Easement, Right-of-Way
and Surface Use Agreement dated September 12, 2011 covering the Drillsite
Location and access to the Drillsite Location.

FURTHER AFFIANT SAYETH NOT.

ACKNOWLEDGEMENT

STATE OF COLORADO §
§

COUNTY OF DENVER §

Before me, a Notary Public, in and for the State, on this day of CL Ar,
2011, personally appeared 4 Ly

, to me known to be the identical
person who executed the foregoing instrument, and acknowledged to me that i
executed the same as Es own free and voluntar act and deed for the uses and purposes
therein set forth.

NOTARY PUBLIC

My Commission Expires
PETER BURNS
NOTARYPUBLIC

STATEOF COLORADO

MyCommiselonExpires
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NEWFIELD EXPLORATION COMPANY
PROPOSED LOCATION LAYOUT

ii-34-3-3W
Pad Location NESW Section 34, T3S, R3W, U.S.B. M

D/STURBANCE
BOUNDARY S $2" Edge of

Cono/ Bank - -
----

--
¯~ Toe o

12.6 '
- -

-- F/J.8 nii slope F/J.5 m
- - .mm - - ------ - - ----- - - ----- - - - - - - - - - - - - -

STA. 4+00

L

C/1. J C/J. 5

oc̄ ¯
60'

il STA. 2+75

RESERVE P/T
8' Deep) I

L O
2°

High Perirneter Berrn
D- -Required Except Where Cut

Slopes Exceed this Height.

I C/2. 8

150' 40'
¯

50

STA. 2+00 | so'| | |

C/J.2 C/4. 9
WELL HEAD
UNGRADED = 5357.9'

I /N. GRADE = 5356.6' P/T
Note

/cre pit is to be
/ocoted a Minimum
of 100' from the
Proposed We// Head - ro o

NA REFERENCE POINTS

I Topsoil to be Stripped Frorn AII 215' EASTERLY = 5352.3'New Construction Areas and
Proposed Stock Pile Locations 230' EASTERLY = 5352.7' E < -H

250' NORTHERLY = 5350.9' ×
o

300' NORTHERLY = 5349.0'

ACCESS ROAD Top o
NOTÎ: (Mox. 6% Grode) Cut S/ope
The topsoil & excess material areas are calculated as being mounds
containing 4,360 cubic yards of dirt (a 10% fluff factor is included). The - - - I--i-- - - I---- - - - - -

mound areas are calculated with push slopes of 1.5:1 & fall slopes of 1.5:1.

SURVEYED BY: S.V. DATE SURVEYED: 02-21-12 VERSION: (435) 781-2501

DRAWN BY: F.T.M. DATE ORAWN: 09-22-11
yg Lo,nd Surveying, Inc.

SCALE: 1" = 60' REVISED: R.B.T. 03-02-12 s 180 NORTH VERNAL AVE. VERNAL, UTAH 84078
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NEWFIELD EXPLORATION COMPANY
CROSS SECTIONS
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ESTIMATED EARTHWORKQUANTITIES
(No Shrink or swell adjustments have been used)

(Expressed in Cubic Yards)

ITEM CUT FILL 6" TOPSOIL EXCESS

NOTE: PAD 6,480 6,480 Topsoil is not 0
UNLESS OTHERWISE included in Pad

PIT 1,420 0 Cut volurne 1,420
NOTED ALL CUT/FILL
SLOPES ARE AT 1.5:1 TOTALS 7,900 6,480 2,550 1,420
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 Office of the Governor   
  

 PUBLIC LANDS POLICY COORDINATION 
 

 JOHN HARJA 
 Director 

State of Utah  
  
  GARY R. HERBERT 

  Governor 
 

  GREG BELL 
  Lieutenant 
Governor 

 
 

    November 7, 2011 
 
 
 
Diana Mason 
Petroleum Specialist 
Department of Natural Resources, Division of Oil Gas and Mining 
1594 West North Temple, Suite 1210 
P.O. Box 145801 
Salt Lake City, UT 84114-5801 
 
Subject: Application for Permit to Drill; Newfield Production Company 
 Duchesne County; Section 34, Township 3.0S, Range 3.0W  
 RDCC Project Number 29361 
 
Dear Ms. Mason: 
 

The State of Utah, through the Public Lands Policy Coordination Office (PLPCO), 
has reviewed this project.  Utah Code (Section 63J-4-601, et. seq.) designates PLPCO as 
the entity responsible to coordinate the review of technical and policy actions that may 
affect the physical resources of the state, and to facilitate the exchange of information on 
those actions among federal, state, and local government agencies.  As part of this process, 
PLPCO makes use of the Resource Development Coordinating Committee (RDCC).  The 
RDCC includes representatives from the state agencies that are generally involved or 
impacted by public lands management.   
 

Division of Air Quality 
 
Because fugitive dust may be generated during soil disturbance the proposed 

project will be subject to Air Quality rule R307-205-5 for Fugitive Dust. These rules apply 
to construction activities that disturb an area greater than 1/4 acre in size. A permit, known 
as an Approval Order, is not required from the Executive Secretary of the Air Quality 
Board, but steps need to be taken to minimize fugitive dust, such as watering and/or 
chemical stabilization, providing vegetative or synthetic cover or windbreaks. A copy of 
the rules can be found at www.rules.utah.gov/publicat/code/r307/r307.htm.  
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November 7, 2011

Diana Mason
Petroleum Specialist
Department of Natural Resources, Division of Oil Gas and Mining
1594 West North Temple, Suite 1210
P.O. Box 145801
Salt Lake City, UT 84114-5801

Subject: Application for Permit to Drill; Newfield Production Company
Duchesne County; Section 34, Township 3.0S, Range 3.0W
RDCC Project Number 29361

Dear Ms. Mason:

The State of Utah, through the Public Lands Policy Coordination Office (PLPCO),
has reviewed this project. Utah Code (Section 63J-4-601, et. seq.) designates PLPCO as
the entity responsible to coordinate the review of technical and policy actions that may
affect the physical resources of the state, and to facilitate the exchange of information on
those actions among federal, state, and local government agencies. As part of this process,
PLPCO makes use of the Resource Development Coordinating Committee (RDCC). The
RDCC includes representatives from the state agencies that are generally involved or
impacted by public lands management.

Division of Air Quality

Because fugitive dust may be generated during soil disturbance the proposed
project will be subject to Air Qualityrule R307-205-5 for Fugitive Dust. These rules apply
to construction activities that disturb an area greater than 1/4 acre in size. A permit, known
as an Approval Order, is not required from the Executive Secretary of the Air Quality
Board, but steps need to be taken to minimize fugitive dust, such as watering and/or
chemical stabilization, providing vegetative or synthetic cover or windbreaks. A copy of
the rules can be found at www.rules.utah.gov/publicat/code/r307/r307.htm.
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Diana Mason
Petroleum Specialist
Department of Natural Resources, Division of Oil Gas and Mining
1594 West North Temple, Suite 1210
P.O. Box 145801
Salt Lake City, UT 84114-5801

Subject: Application for Permit to Drill; Newfield Production Company
Duchesne County; Section 34, Township 3.0S, Range 3.0W
RDCC Project Number 29361

Dear Ms. Mason:

The State of Utah, through the Public Lands Policy Coordination Office (PLPCO),
has reviewed this project. Utah Code (Section 63J-4-601, et. seq.) designates PLPCO as
the entity responsible to coordinate the review of technical and policy actions that may
affect the physical resources of the state, and to facilitate the exchange of information on
those actions among federal, state, and local government agencies. As part of this process,
PLPCO makes use of the Resource Development Coordinating Committee (RDCC). The
RDCC includes representatives from the state agencies that are generally involved or
impacted by public lands management.

Division of Air Quality

Because fugitive dust may be generated during soil disturbance the proposed
project will be subject to Air Qualityrule R307-205-5 for Fugitive Dust. These rules apply
to construction activities that disturb an area greater than 1/4 acre in size. A permit, known
as an Approval Order, is not required from the Executive Secretary of the Air Quality
Board, but steps need to be taken to minimize fugitive dust, such as watering and/or
chemical stabilization, providing vegetative or synthetic cover or windbreaks. A copy of
the rules can be found at www.rules.utah.gov/publicat/code/r307/r307.htm.
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              5110 State Office Building, PO Box 141107, Salt Lake City, Utah  84114-1107 · telephone 801-537-9801 · facsimile 801-537-9226 
 

 
The state encourages the use of Best Management Processes (BMP s) in protecting 

air quality in Utah. The state recommends the following BMP s as standard operating 
procedures:  

 
1) Emission Standards for Stationary Internal Combustion Engines of 2 

g/bhp-hr of NOx for engines less than 300 HP (Tier 3) and 1 g/bhp-hr of 
NOx for engines over 300 HP (Tier 3). 

2) No or low bleed controllers for Pneumatic Pumps, Actuators and other 
Pneumatic devices. 

3) Green completion or controlled VOC emissions methods with 90% 
efficiency for Oil or Gas Atmospheric Storage Tanks, VOC Venting 
controls or flaring. Glycol Dehydration and Amine Units Units, VOC 
Venting controls or flaring, Well Completion, Re-Completion, Venting, 
and Planned Blowdown Emissions. 

If compressors or pump stations are constructed at the site a permit application, 
known as a Notice of Intent (NOI), should be submitted to the Executive Secretary at the 
Utah Division of Air Quality at 150 N. 1950 West, Salt Lake City, Utah, 84116 for review 
according to R307-401: Permit: Notice of Intent and Approval Order, of the Utah Air 
Quality Rules. A copy of the rules may be found at 
www.rules.utah.gov/publicat/code/r307/r307.htm. 
 

The State of Utah appreciates the opportunity to review this proposal and we look 
forward to working with you on future projects.  Please direct any other written questions 
regarding this correspondence to the Public Lands Policy Coordination Office at the 
address below, or call Judy Edwards at (801) 537-9023. 
 
  Sincerely,   

                                                         
  John Harja 
  Director 
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CO
NF
IDE

NT
IAL

CO
NF
IDE

NT
IAL

CO
NF
IDE

NT
IAL

CO
NF
IDE

NT
IAL

API Well Number: 43013509960000

Diana Mason
November 7, 2011
Page -2-

The state encourages the use of Best Management Processes (BMP s) in protecting
air quality in Utah. The state recommends the following BMP s as standard operating
procedures:

1) Emission Standards for Stationary Internal Combustion Engines of 2
g/bhp-hr of NOx for engines less than 300 HP (Tier 3) and 1 g/bhp-hr of
NOx for engines over 300 HP (Tier 3).

2) No or low bleed controllers for Pneumatic Pumps, Actuators and other
Pneumatic devices.

3) Green completion or controlled VOC emissions methods with 90%
efficiency for Oil or Gas Atmospheric Storage Tanks, VOC Venting
controls or flaring. Glycol Dehydration and Amine Units Units, VOC
Venting controls or flaring, Well Completion, Re-Completion, Venting,
and Planned Blowdown Emissions.

If compressors or pump stations are constructed at the site a permit application,
known as a Notice of Intent (NOI), should be submitted to the Executive Secretary at the
Utah Division of Air Qualityat 150 N. 1950 West, Salt Lake City, Utah, 84116 for review
according to R307-401: Permit: Notice of Intent and Approval Order, of the Utah Air
QualityRules. A copy of the rules may be found at
www.rules.utah.gov/publicat/code/r307/r307.htm.

The State of Utah appreciates the opportunity to review this proposal and we look
forward to working with you on future projects. Please direct any other written questions
regarding this correspondence to the Public Lands Policy Coordination Office at the
address below, or call Judy Edwards at (801) 537-9023.

cer

John Harja
Director

5110 State Office Building, PO Box 141107, Salt Lake City, Utah 84114-1107 telephone 801-537-9801 facsimile 801-537-9226
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The state encourages the use of Best Management Processes (BMP s) in protecting
air quality in Utah. The state recommends the following BMP s as standard operating
procedures:

1) Emission Standards for Stationary Internal Combustion Engines of 2
g/bhp-hr of NOx for engines less than 300 HP (Tier 3) and 1 g/bhp-hr of
NOx for engines over 300 HP (Tier 3).

2) No or low bleed controllers for Pneumatic Pumps, Actuators and other
Pneumatic devices.

3) Green completion or controlled VOC emissions methods with 90%
efficiency for Oil or Gas Atmospheric Storage Tanks, VOC Venting
controls or flaring. Glycol Dehydration and Amine Units Units, VOC
Venting controls or flaring, Well Completion, Re-Completion, Venting,
and Planned Blowdown Emissions.

If compressors or pump stations are constructed at the site a permit application,
known as a Notice of Intent (NOI), should be submitted to the Executive Secretary at the
Utah Division of Air Qualityat 150 N. 1950 West, Salt Lake City, Utah, 84116 for review
according to R307-401: Permit: Notice of Intent and Approval Order, of the Utah Air
QualityRules. A copy of the rules may be found at
www.rules.utah.gov/publicat/code/r307/r307.htm.

The State of Utah appreciates the opportunity to review this proposal and we look
forward to working with you on future projects. Please direct any other written questions
regarding this correspondence to the Public Lands Policy Coordination Office at the
address below, or call Judy Edwards at (801) 537-9023.

cer

John Harja
Director

5110 State Office Building, PO Box 141107, Salt Lake City, Utah 84114-1107 telephone 801-537-9801 facsimile 801-537-9226
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 Office of the Governor   
  

 PUBLIC LANDS POLICY COORDINATION 
 

 JOHN HARJA 
 Director 

State of Utah  
  
  GARY R. HERBERT 

  Governor 
 

  GREG BELL 
  Lieutenant 
Governor 

 
 

    November 7, 2011 
 
 
 
Diana Mason 
Petroleum Specialist 
Department of Natural Resources, Division of Oil Gas and Mining 
1594 West North Temple, Suite 1210 
P.O. Box 145801 
Salt Lake City, UT 84114-5801 
 
Subject: Application for Permit to Drill; Newfield Production Company 
 Duchesne County; Section 34, Township 3.0S, Range 3.0W  
 RDCC Project Number 29361 
 
Dear Ms. Mason: 
 

The State of Utah, through the Public Lands Policy Coordination Office (PLPCO), 
has reviewed this project.  Utah Code (Section 63J-4-601, et. seq.) designates PLPCO as 
the entity responsible to coordinate the review of technical and policy actions that may 
affect the physical resources of the state, and to facilitate the exchange of information on 
those actions among federal, state, and local government agencies.  As part of this process, 
PLPCO makes use of the Resource Development Coordinating Committee (RDCC).  The 
RDCC includes representatives from the state agencies that are generally involved or 
impacted by public lands management.   
 

Division of Air Quality 
 
Because fugitive dust may be generated during soil disturbance the proposed 

project will be subject to Air Quality rule R307-205-5 for Fugitive Dust. These rules apply 
to construction activities that disturb an area greater than 1/4 acre in size. A permit, known 
as an Approval Order, is not required from the Executive Secretary of the Air Quality 
Board, but steps need to be taken to minimize fugitive dust, such as watering and/or 
chemical stabilization, providing vegetative or synthetic cover or windbreaks. A copy of 
the rules can be found at www.rules.utah.gov/publicat/code/r307/r307.htm.  
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Diana Mason
Petroleum Specialist
Department of Natural Resources, Division of Oil Gas and Mining
1594 West North Temple, Suite 1210
P.O. Box 145801
Salt Lake City, UT 84114-5801

Subject: Application for Permit to Drill; Newfield Production Company
Duchesne County; Section 34, Township 3.0S, Range 3.0W
RDCC Project Number 29361

Dear Ms. Mason:

The State of Utah, through the Public Lands Policy Coordination Office (PLPCO),
has reviewed this project. Utah Code (Section 63J-4-601, et. seq.) designates PLPCO as
the entity responsible to coordinate the review of technical and policy actions that may
affect the physical resources of the state, and to facilitate the exchange of information on
those actions among federal, state, and local government agencies. As part of this process,
PLPCO makes use of the Resource Development Coordinating Committee (RDCC). The
RDCC includes representatives from the state agencies that are generally involved or
impacted by public lands management.

Division of Air Quality

Because fugitive dust may be generated during soil disturbance the proposed
project will be subject to Air Qualityrule R307-205-5 for Fugitive Dust. These rules apply
to construction activities that disturb an area greater than 1/4 acre in size. A permit, known
as an Approval Order, is not required from the Executive Secretary of the Air Quality
Board, but steps need to be taken to minimize fugitive dust, such as watering and/or
chemical stabilization, providing vegetative or synthetic cover or windbreaks. A copy of
the rules can be found at www.rules.utah.gov/publicat/code/r307/r307.htm.
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Diana Mason
Petroleum Specialist
Department of Natural Resources, Division of Oil Gas and Mining
1594 West North Temple, Suite 1210
P.O. Box 145801
Salt Lake City, UT 84114-5801

Subject: Application for Permit to Drill; Newfield Production Company
Duchesne County; Section 34, Township 3.0S, Range 3.0W
RDCC Project Number 29361

Dear Ms. Mason:

The State of Utah, through the Public Lands Policy Coordination Office (PLPCO),
has reviewed this project. Utah Code (Section 63J-4-601, et. seq.) designates PLPCO as
the entity responsible to coordinate the review of technical and policy actions that may
affect the physical resources of the state, and to facilitate the exchange of information on
those actions among federal, state, and local government agencies. As part of this process,
PLPCO makes use of the Resource Development Coordinating Committee (RDCC). The
RDCC includes representatives from the state agencies that are generally involved or
impacted by public lands management.

Division of Air Quality

Because fugitive dust may be generated during soil disturbance the proposed
project will be subject to Air Qualityrule R307-205-5 for Fugitive Dust. These rules apply
to construction activities that disturb an area greater than 1/4 acre in size. A permit, known
as an Approval Order, is not required from the Executive Secretary of the Air Quality
Board, but steps need to be taken to minimize fugitive dust, such as watering and/or
chemical stabilization, providing vegetative or synthetic cover or windbreaks. A copy of
the rules can be found at www.rules.utah.gov/publicat/code/r307/r307.htm.
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              5110 State Office Building, PO Box 141107, Salt Lake City, Utah  84114-1107 · telephone 801-537-9801 · facsimile 801-537-9226 
 

 
The state encourages the use of Best Management Processes (BMP s) in protecting 

air quality in Utah. The state recommends the following BMP s as standard operating 
procedures:  

 
1) Emission Standards for Stationary Internal Combustion Engines of 2 

g/bhp-hr of NOx for engines less than 300 HP (Tier 3) and 1 g/bhp-hr of 
NOx for engines over 300 HP (Tier 3). 

2) No or low bleed controllers for Pneumatic Pumps, Actuators and other 
Pneumatic devices. 

3) Green completion or controlled VOC emissions methods with 90% 
efficiency for Oil or Gas Atmospheric Storage Tanks, VOC Venting 
controls or flaring. Glycol Dehydration and Amine Units Units, VOC 
Venting controls or flaring, Well Completion, Re-Completion, Venting, 
and Planned Blowdown Emissions. 

If compressors or pump stations are constructed at the site a permit application, 
known as a Notice of Intent (NOI), should be submitted to the Executive Secretary at the 
Utah Division of Air Quality at 150 N. 1950 West, Salt Lake City, Utah, 84116 for review 
according to R307-401: Permit: Notice of Intent and Approval Order, of the Utah Air 
Quality Rules. A copy of the rules may be found at 
www.rules.utah.gov/publicat/code/r307/r307.htm. 
 

The State of Utah appreciates the opportunity to review this proposal and we look 
forward to working with you on future projects.  Please direct any other written questions 
regarding this correspondence to the Public Lands Policy Coordination Office at the 
address below, or call Judy Edwards at (801) 537-9023. 
 
  Sincerely,   

                                                         
  John Harja 
  Director 
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The state encourages the use of Best Management Processes (BMP s) in protecting
air quality in Utah. The state recommends the following BMP s as standard operating
procedures:

1) Emission Standards for Stationary Internal Combustion Engines of 2
g/bhp-hr of NOx for engines less than 300 HP (Tier 3) and 1 g/bhp-hr of
NOx for engines over 300 HP (Tier 3).

2) No or low bleed controllers for Pneumatic Pumps, Actuators and other
Pneumatic devices.

3) Green completion or controlled VOC emissions methods with 90%
efficiency for Oil or Gas Atmospheric Storage Tanks, VOC Venting
controls or flaring. Glycol Dehydration and Amine Units Units, VOC
Venting controls or flaring, Well Completion, Re-Completion, Venting,
and Planned Blowdown Emissions.

If compressors or pump stations are constructed at the site a permit application,
known as a Notice of Intent (NOI), should be submitted to the Executive Secretary at the
Utah Division of Air Qualityat 150 N. 1950 West, Salt Lake City, Utah, 84116 for review
according to R307-401: Permit: Notice of Intent and Approval Order, of the Utah Air
QualityRules. A copy of the rules may be found at
www.rules.utah.gov/publicat/code/r307/r307.htm.

The State of Utah appreciates the opportunity to review this proposal and we look
forward to working with you on future projects. Please direct any other written questions
regarding this correspondence to the Public Lands Policy Coordination Office at the
address below, or call Judy Edwards at (801) 537-9023.

cer

John Harja
Director

5110 State Office Building, PO Box 141107, Salt Lake City, Utah 84114-1107 telephone 801-537-9801 facsimile 801-537-9226
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The state encourages the use of Best Management Processes (BMP s) in protecting
air quality in Utah. The state recommends the following BMP s as standard operating
procedures:

1) Emission Standards for Stationary Internal Combustion Engines of 2
g/bhp-hr of NOx for engines less than 300 HP (Tier 3) and 1 g/bhp-hr of
NOx for engines over 300 HP (Tier 3).

2) No or low bleed controllers for Pneumatic Pumps, Actuators and other
Pneumatic devices.

3) Green completion or controlled VOC emissions methods with 90%
efficiency for Oil or Gas Atmospheric Storage Tanks, VOC Venting
controls or flaring. Glycol Dehydration and Amine Units Units, VOC
Venting controls or flaring, Well Completion, Re-Completion, Venting,
and Planned Blowdown Emissions.

If compressors or pump stations are constructed at the site a permit application,
known as a Notice of Intent (NOI), should be submitted to the Executive Secretary at the
Utah Division of Air Qualityat 150 N. 1950 West, Salt Lake City, Utah, 84116 for review
according to R307-401: Permit: Notice of Intent and Approval Order, of the Utah Air
QualityRules. A copy of the rules may be found at
www.rules.utah.gov/publicat/code/r307/r307.htm.

The State of Utah appreciates the opportunity to review this proposal and we look
forward to working with you on future projects. Please direct any other written questions
regarding this correspondence to the Public Lands Policy Coordination Office at the
address below, or call Judy Edwards at (801) 537-9023.

cer

John Harja
Director

5110 State Office Building, PO Box 141107, Salt Lake City, Utah 84114-1107 telephone 801-537-9801 facsimile 801-537-9226

RECEIVED: November 08,



RECEIVED: April 10, 2012

BOPE REVIEW           NEWFIELD PRODUCTION COMPANY    State 11-34-3-3W  43013509960000

Well Name NEWFIELD PRODUCTION COMPANY  State 11-34-3-3W 43013509960000

String COND SURF PROD

Casing Size(") 14.000 9.625 5.500

Setting Depth (TVD) 6 0 2500 9635

Previous Shoe Setting Depth (TVD) 0 6 0 2500

Max Mud Weight (ppg) 8.3 8.3 10.0

BOPE Proposed (psi) 0 500 5000

Casing Internal Yield (psi) 1000 3520 12630

Operators Max Anticipated Pressure (psi) 4760 9.5

  Calculations COND String 1 4 . 0 0 0 "

Max BHP (psi) .052*Setting Depth*MW= 2 6  

      BOPE Adequate For Drilling And Setting Casing at Depth?

MASP (Gas) (psi) Max BHP-(0.12*Setting Depth)= 1 9 NO  

MASP (Gas/Mud) (psi) Max BHP-(0.22*Setting Depth)= 1 3 NO  

      *Can Full Expected Pressure Be Held At Previous Shoe?

Pressure At Previous Shoe Max BHP-.22*(Setting Depth - Previous Shoe Depth)= 1 3 NO  

Required Casing/BOPE Test Pressure= 6 0 p s i

*Max Pressure Allowed @ Previous Casing Shoe= 0 psi         *Assumes 1psi/f t  frac gradient

  Calculations SURF String 9 . 6 2 5 "

Max BHP (psi) .052*Setting Depth*MW= 1079  

      BOPE Adequate For Drilling And Setting Casing at Depth?

MASP (Gas) (psi) Max BHP-(0.12*Setting Depth)= 779 NO   diverter

MASP (Gas/Mud) (psi) Max BHP-(0.22*Setting Depth)= 529 NO   Reasonable depth, no expected pressures

      *Can Full Expected Pressure Be Held At Previous Shoe?

Pressure At Previous Shoe Max BHP-.22*(Setting Depth - Previous Shoe Depth)= 542 NO  

Required Casing/BOPE Test Pressure= 2464 p s i

*Max Pressure Allowed @ Previous Casing Shoe= 6 0 psi         *Assumes 1psi/f t  frac gradient

  Calculations PROD String 5 . 5 0 0 "

Max BHP (psi) .052*Setting Depth*MW= 5010  

      BOPE Adequate For Drilling And Setting Casing at Depth?

MASP (Gas) (psi) Max BHP-(0.12*Setting Depth)= 3854 YES  

MASP (Gas/Mud) (psi) Max BHP-(0.22*Setting Depth)= 2890 YES   OK

      *Can Full Expected Pressure Be Held At Previous Shoe?

Pressure At Previous Shoe Max BHP-.22*(Setting Depth - Previous Shoe Depth)= 3440 NO   OK

Required Casing/BOPE Test Pressure= 5000 p s i

*Max Pressure Allowed @ Previous Casing Shoe= 2500 psi         *Assumes 1psi/f t  frac gradient

  Calculations String "

Max BHP (psi) .052*Setting Depth*MW=  

      BOPE Adequate For Drilling And Setting Casing at Depth?

MASP (Gas) (psi) Max BHP-(0.12*Setting Depth)= NO  

MASP (Gas/Mud) (psi) Max BHP-(0.22*Setting Depth)= NO  

      *Can Full Expected Pressure Be Held At Previous Shoe?

Pressure At Previous Shoe Max BHP-.22*(Setting Depth - Previous Shoe Depth)= NO  

Required Casing/BOPE Test Pressure= p s i

*Max Pressure Allowed @ Previous Casing Shoe= psi         *Assumes 1psi/f t  frac gradient

API Well Number: 43013509960000
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API Well Number: 43013509960000

BOPE REVIEW NEWFIELD PRODUCTION COMPANY State 11-34-3-3W 43013509960000

Well Name NEWFIELD PRODUCTION COMPANY State 11-34-3-3W4301350996

String COND SURF PROD

Casing Size(") 14.000 9.625 5.500

Setting Depth (TVD) 60 2500 9635

Previous Shoe Setting Depth (TVD) O 60 2500

Max Mud Weight (ppg) 8.3 8.3 10.0

BOPE Proposed (psi) o Soo sooo

Casing Internal Yield (psi) 1000 3520 12630

Operators Max Anticipated Pressure (psi) 4760 9.5

Calculations COND String 14.000 "
Max BHP (psi) .052*Setting Depth*MW=

26

BOPE Adequate For Drilling And Setting Casing at Depth?

MASP (Gas) (psi) Max BHP-(0.12*Setting Depth)=
19 NO

MASP (Gas/Mud) (psi) Max BHP-(0.22*Setting Depth)=
13 NO

*Can Full Expected Pressure Be Held At Previous Shoe?

Pressure At Previous Shoe Max BHP-.22*(Setting Depth - Previous Shoe Depth)=
13 NO

Required Casing/BOPE Test Pressure=
60 psi

*Max Pressure Allowed @ Previous Casing Shoe= psi *Assumes lpsi/ft frac gradient

Calculations SURF String 9.625 "
Max BHP (psi) .052*Setting Depth*MW=

1079

BOPE Adequate For Drilling And Setting Casing at Depth?

MASP (Gas) (psi) Max BHP-(0.12*Setting Depth)=
779 NO diverter

MASP (Gas/Mud) (psi) Max BHP-(0.22*Setting Depth)=
529 NO Reasonable depth, no expected pressures

*Can Full Expected Pressure Be Held At Previous Shoe?

Pressure At Previous Shoe Max BHP-.22*(Setting Depth - Previous Shoe Depth)=
542 NO

Required Casing/BOPE Test Pressure=
2464 psi

*Max Pressure Allowed @ Previous Casing Shoe=
60 psi *Assumes lpsi/ft frac gradient

Calculations PROD String 5.500 "
Max BHP (psi) .052*Setting Depth*MW=

So1o

BOPE Adequate For Drilling And Setting Casing at Depth?

MASP (Gas) (psi) Max BHP-(0.12*Setting Depth)=
3854

MASP (Gas/Mud) (psi) Max BHP-(0.22*Setting Depth)=
2890 OK

*Can Full Expected Pressure Be Held At Previous Shoe?

Pressure At Previous Shoe Max BHP-.22*(Setting Depth - Previous Shoe Depth)=
3440 NO OK

Required Casing/BOPE Test Pressure=
Sooo psi

*Max Pressure Allowed @ Previous Casing Shoe=
2500 psi *Assumes lpsi/ft frac gradient

Calculations String

Max BHP (psi) .052*Setting Depth*MW=

BOPE Adequate For Drilling And Setting Casing at Depth?

MASP (Gas) (psi) Max BHP-(0.12*Setting Depth)=
NO

MASP (Gas/Mud) (psi) Max BHP-(0.22*Setting Depth)=
NO

*Can Full Expected Pressure Be Held At Previous Shoe?

Pressure At Previous Shoe Max BHP-.22*(Setting Depth - Previous Shoe Depth)=
NO

Required Casing/BOPE Test Pressure= psi

*Max Pressure Allowed @ Previous Casing Shoe= psi *Assumes lpsi/ft frac gradient

RECEIVED: April 10,

API Well Number: 43013509960000

BOPE REVIEW NEWFIELD PRODUCTION COMPANY State 11-34-3-3W 43013509960000

Well Name NEWFIELD PRODUCTION COMPANY State 11-34-3-3W4301350996

String COND SURF PROD

Casing Size(") 14.000 9.625 5.500

Setting Depth (TVD) 60 2500 9635

Previous Shoe Setting Depth (TVD) O 60 2500

Max Mud Weight (ppg) 8.3 8.3 10.0

BOPE Proposed (psi) o Soo sooo

Casing Internal Yield (psi) 1000 3520 12630

Operators Max Anticipated Pressure (psi) 4760 9.5

Calculations COND String 14.000 "
Max BHP (psi) .052*Setting Depth*MW=

26

BOPE Adequate For Drilling And Setting Casing at Depth?

MASP (Gas) (psi) Max BHP-(0.12*Setting Depth)=
19 NO

MASP (Gas/Mud) (psi) Max BHP-(0.22*Setting Depth)=
13 NO

*Can Full Expected Pressure Be Held At Previous Shoe?

Pressure At Previous Shoe Max BHP-.22*(Setting Depth - Previous Shoe Depth)=
13 NO

Required Casing/BOPE Test Pressure=
60 psi

*Max Pressure Allowed @ Previous Casing Shoe= psi *Assumes lpsi/ft frac gradient

Calculations SURF String 9.625 "
Max BHP (psi) .052*Setting Depth*MW=

1079

BOPE Adequate For Drilling And Setting Casing at Depth?

MASP (Gas) (psi) Max BHP-(0.12*Setting Depth)=
779 NO diverter

MASP (Gas/Mud) (psi) Max BHP-(0.22*Setting Depth)=
529 NO Reasonable depth, no expected pressures

*Can Full Expected Pressure Be Held At Previous Shoe?

Pressure At Previous Shoe Max BHP-.22*(Setting Depth - Previous Shoe Depth)=
542 NO

Required Casing/BOPE Test Pressure=
2464 psi

*Max Pressure Allowed @ Previous Casing Shoe=
60 psi *Assumes lpsi/ft frac gradient

Calculations PROD String 5.500 "
Max BHP (psi) .052*Setting Depth*MW=

So1o

BOPE Adequate For Drilling And Setting Casing at Depth?

MASP (Gas) (psi) Max BHP-(0.12*Setting Depth)=
3854

MASP (Gas/Mud) (psi) Max BHP-(0.22*Setting Depth)=
2890 OK

*Can Full Expected Pressure Be Held At Previous Shoe?

Pressure At Previous Shoe Max BHP-.22*(Setting Depth - Previous Shoe Depth)=
3440 NO OK

Required Casing/BOPE Test Pressure=
Sooo psi

*Max Pressure Allowed @ Previous Casing Shoe=
2500 psi *Assumes lpsi/ft frac gradient

Calculations String

Max BHP (psi) .052*Setting Depth*MW=

BOPE Adequate For Drilling And Setting Casing at Depth?

MASP (Gas) (psi) Max BHP-(0.12*Setting Depth)=
NO

MASP (Gas/Mud) (psi) Max BHP-(0.22*Setting Depth)=
NO

*Can Full Expected Pressure Be Held At Previous Shoe?

Pressure At Previous Shoe Max BHP-.22*(Setting Depth - Previous Shoe Depth)=
NO

Required Casing/BOPE Test Pressure= psi

*Max Pressure Allowed @ Previous Casing Shoe= psi *Assumes lpsi/ft frac gradient

RECEIVED: April 10,
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API Well Number: 43013509960000
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API Well Number: 43013509960000
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API Well Number: 43013509960000
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API Well Number: 43013509960000
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API Well Number: 43013509960000

Well name: 43013509960000 State 11-34-3-3W
Operator: NEWFIELD PRODUCTION COMPANY
String type: Surface Project ID:

43-013-50996
Location: DUCHESNE COUNTY

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No

Mud weight: 8.330 ppg Design factor 1.125 Surface temperature: 74 °F

Design is based on evacuated pipe. Bottom hole temperature: 109 °F
Temperature gradient: 1.40 °F/100ft
Minimum section length: 100 ft

Burst:
Design factor 1.00 Cement top: 773 ft

Burst
Max anticipated surface

pressure: 2,200 psi
Internal gradient: 0.120 psilft Tension: Non-directional string.
Calculated BHP 2,500 psi 8 Round STC: 1.80 (J)

8 Round LTC: 1.70 (J)
No backup mud specified. Buttress: 1.60 (J)

Premium: 1.50 (J)
Body yield: 1.50 (B) Re subsequent strings:

Next setting depth: 9,635 ft
Tension is based on air weight. Next mud weight: 10.000 ppg
Neutral point: 2,192 ft Next setting BHP: 5,005 psi

Fracture mud wt: 19.250 ppg
Fracture depth: 2,500 ft
Injection pressure: 2,500 psi

Run Segment Nominal End True Vert Measured Drift Est.
Seq Length Size Weight Grade Finish Depth Depth Diameter Cost

(ft) (in) (Ibs/ft) (ft) (ft) (in) ($)
1 2500 9.625 36.00 J-55 ST&C 2500 2500 8.796 21730

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (kips) (kips) Factor
1 1082 2020 1.867 2500 3520 1.41 90 394 4.38 J

Prepared Helen Sadik-Macdonald Phone: 801 538-5357 Date: March 30,2012
by: Div of Oil,Gas & Mining FAX: 801-359-3940 Salt Lake City, Utah

Remarks:
Collapse is based on a vertical depth of 2500 ft, a mud weight of 8.33 ppg The casing is considered to be evacuated for collapse purposes.
Collapse strength is based on the Westcott, Dunlop & Kemler method of biaxial correction for tension.

Burst strength is not adjusted for tension.

Engineering responsibility for use of thisdesign wi/Ibe thatof the
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API Well Number: 43013509960000
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API Well Number: 43013509960000

Well name: 43013509960000 State 11-34-3-3W
Operator: NEWFIELD PRODUCTION COMPANY
String type: Production Project ID:

43-013-50996
Location: DUCHESNE COUNTY

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No

Mud weight: 10.000 ppg Design factor 1.125 Surface temperature: 74 °F
Design is based on evacuated pipe. Bottom hole temperature: 209 °F

Temperature gradient: 1.40 °F/100ft
Minimum section length: 100 ft

Burst:
Design factor 1.00 Cement top: 3,459 ft

Burst
Max anticipated surface

pressure: 2,885 psi
Internal gradient: 0.220 psilft Tension: Non-directional string.
Calculated BHP 5,005 psi 8 Round STC: 1.80 (J)

8 Round LTC: 1.80 (J)
No backup mud specified. Buttress: 1.60 (J)

Premium: 1.50 (J)
Body yield: 1.60 (B)

Tension is based on air weight.
Neutral point: 8,176 ft

Run Segment Nominal End True Vert Measured Drift Est.
Seq Length Size Weight Grade Finish Depth Depth Diameter Cost

(ft) (in) (Ibs/ft) (ft) (ft) (in) ($)
1 9635 5.5 20.00 P-110 LT&C 9635 9635 4.653 74656

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (kips) (kips) Factor
1 5005 11100 2.218 5005 12630 2.52 192.7 548 2.84 J

Prepared Helen Sadik-Macdonald Phone: 801 538-5357 Date: March 30,2012
by: Div of Oil,Gas & Mining FAX: 801-359-3940 Salt Lake City, Utah

Remarks:
Collapse is based on a vertical depth of 9635 ft, a mud weight of 10 ppg The casing is considered to be evacuated for collapse purposes.
Collapse strength is based on the Westcott, Dunlop & Kemler method of biaxial correction for tension.

Burst strength is not adjusted for tension.

Engineering responsibility for use of thisdesign wi/Ibe thatof the

API Well Number: 43013509960000

Well name: 43013509960000 State 11-34-3-3W
Operator: NEWFIELD PRODUCTION COMPANY
String type: Production Project ID:

43-013-50996
Location: DUCHESNE COUNTY

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No

Mud weight: 10.000 ppg Design factor 1.125 Surface temperature: 74 °F
Design is based on evacuated pipe. Bottom hole temperature: 209 °F

Temperature gradient: 1.40 °F/100ft
Minimum section length: 100 ft

Burst:
Design factor 1.00 Cement top: 3,459 ft

Burst
Max anticipated surface

pressure: 2,885 psi
Internal gradient: 0.220 psilft Tension: Non-directional string.
Calculated BHP 5,005 psi 8 Round STC: 1.80 (J)

8 Round LTC: 1.80 (J)
No backup mud specified. Buttress: 1.60 (J)

Premium: 1.50 (J)
Body yield: 1.60 (B)

Tension is based on air weight.
Neutral point: 8,176 ft

Run Segment Nominal End True Vert Measured Drift Est.
Seq Length Size Weight Grade Finish Depth Depth Diameter Cost

(ft) (in) (Ibs/ft) (ft) (ft) (in) ($)
1 9635 5.5 20.00 P-110 LT&C 9635 9635 4.653 74656

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (kips) (kips) Factor
1 5005 11100 2.218 5005 12630 2.52 192.7 548 2.84 J

Prepared Helen Sadik-Macdonald Phone: 801 538-5357 Date: March 30,2012
by: Div of Oil,Gas & Mining FAX: 801-359-3940 Salt Lake City, Utah

Remarks:
Collapse is based on a vertical depth of 9635 ft, a mud weight of 10 ppg The casing is considered to be evacuated for collapse purposes.
Collapse strength is based on the Westcott, Dunlop & Kemler method of biaxial correction for tension.

Burst strength is not adjusted for tension.

Engineering responsibility for use of thisdesign wi/Ibe thatof the



RECEIVED: April 12, 2012

ON-SITE PREDRILL EVALUATION
Utah Division of Oil, Gas and Mining 

Operator NEWFIELD PRODUCTION COMPANY 
Well Name Sta t e  11 -34-3 -3W
API Number 43013509960000 APD No 4 7 5 3 Field/Unit WILDCAT 
Location: 1/4,1/4 NESW       Sec   34   T w  3.0S    Rng  3.0W    1983   FSL   1807   FWL
GPS Coord (UTM) 567062   4447658 Surface Owner Donna, Steven and Leon Clayburn
 

Participants
C. Jensen (UDOGM), T. Eaton,F. Bird, Z. McIntyre (Newfield), Leon Clayburn, S. Clayburn (surface
representa t ives  on 11/09/2011) .

 

Regional/Local Setting & Topography
This location is within the Central Basin Unit approximately 1 mile East of the Bridgeland Turn
off in Duchesne County below the Eastern edge of the Blue Bench. The city of Myton is 11 road
miles East.  The surrounding topography is fairly flat with slopes 

 

Surface Use Plan
Current Surface Use
Grazing

 

New Road
Miles

Well Pad Src Const Material Surface Formation

0.173 Width 300    Length  4 0 0 Onsi te UNTA
 

Ancillary Facilities  N
 

Waste Management Plan Adequate?
 

Environmental Parameters
Affected Floodplains and/or Wetlands  N

Location situated on a terrace above a current r iver bottom floodplain
 

Flora / Fauna
Dominant vegetation;
Buckwheat spp,  4 wing salt  brush,  sage and Opuntia spp
Wildlife; 
Habitat  contains forbs that  may be suitable browse for deer,  antelope and rabbits ,  though
none were observed. Disturbed soils do not support  habitat  for wildlife.

 

Soil Type and Characteristics
Silty sand

 

Erosion Issues  N
slopes are < 2% and do not posed a significant threat  to erosion

 

Sedimentation Issues  N
Berming and stockpiling to be strategically placed to help with these issues

 

Site Stability Issues  N
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CO
NF
IDE

NT
IAL

CO
NF
IDE

NT
IAL

CO
NF
IDE

NT
IAL

CO
NF
IDE

NT
IAL

API Well Number: 43013509960000

ON-SITE PREDRILL EVALUATION
Utah Division of Oil, Gas and Mining

Operator NEWFIELD PRODUCTION COMPANY
Well Name State ll-34-3-3W

API Number 43013509960000 APD No 4753 Field/Unit WILDCAT
Location: 1/4,1/4 NESW Sec 34 Tw 3.0S Rng 3.0W 1983 FSL 1807 FWL
GPS Coord (UTM) 567062 4447658 Surface Owner Donna, Steven and Leon Clayburn

Participants
C. Jensen (UDOGM), T. Eaton,F. Bird, Z. McIntyre (Newfield), Leon Clayburn, S. Clayburn (surface
representatives on 11/09/2011).

Regional/Local Setting & Topography
This location is within the Central Basin Unit approximately 1 mile East of the Bridgeland Turn
off in Duchesne County below the Eastern edge of the Blue Bench. The city of Myton is 11 road
miles East. The surrounding topography is fairly flat with slopes

Surface Use Plan
Current Surface Use
Grazing

New Road Well Pad Src Const Material Surface Formation
Miles
0.173 Width 300 Length 400 Onsite UNTA

Ancillary Facilities N

Waste Management Plan Adequate?

Environmental Parameters
Affected Floodplains and/or Wetlands N

Location situated on a terrace above a current river bottom floodplain

Flora / Fauna
Dominant vegetation;
Buckwheat spp, 4 wing salt brush, sage and Opuntia spp
Wildlife;
Habitat contains forbs that may be suitable browse for deer, antelope and rabbits, though
none were observed. Disturbed soils do not support habitat for wildlife.

Soil Type and Characteristics
Silty sand

Erosion Issues N
slopes are < 2% and do not posed a significant threat to erosion

Sedimentation Issues N
Berming and stockpiling to be strategically placed to help with these issues

Site Stability Issues N

RECEIVED: April 12,

API Well Number: 43013509960000

ON-SITE PREDRILL EVALUATION
Utah Division of Oil, Gas and Mining

Operator NEWFIELD PRODUCTION COMPANY
Well Name State ll-34-3-3W

API Number 43013509960000 APD No 4753 Field/Unit WILDCAT
Location: 1/4,1/4 NESW Sec 34 Tw 3.0S Rng 3.0W 1983 FSL 1807 FWL
GPS Coord (UTM) 567062 4447658 Surface Owner Donna, Steven and Leon Clayburn

Participants
C. Jensen (UDOGM), T. Eaton,F. Bird, Z. McIntyre (Newfield), Leon Clayburn, S. Clayburn (surface
representatives on 11/09/2011).

Regional/Local Setting & Topography
This location is within the Central Basin Unit approximately 1 mile East of the Bridgeland Turn
off in Duchesne County below the Eastern edge of the Blue Bench. The city of Myton is 11 road
miles East. The surrounding topography is fairly flat with slopes

Surface Use Plan
Current Surface Use
Grazing

New Road Well Pad Src Const Material Surface Formation
Miles
0.173 Width 300 Length 400 Onsite UNTA

Ancillary Facilities N

Waste Management Plan Adequate?

Environmental Parameters
Affected Floodplains and/or Wetlands N

Location situated on a terrace above a current river bottom floodplain

Flora / Fauna
Dominant vegetation;
Buckwheat spp, 4 wing salt brush, sage and Opuntia spp
Wildlife;
Habitat contains forbs that may be suitable browse for deer, antelope and rabbits, though
none were observed. Disturbed soils do not support habitat for wildlife.

Soil Type and Characteristics
Silty sand

Erosion Issues N
slopes are < 2% and do not posed a significant threat to erosion

Sedimentation Issues N
Berming and stockpiling to be strategically placed to help with these issues

Site Stability Issues N

RECEIVED: April 12,



RECEIVED: April 12, 2012

 

Drainage Diverson Required?  N
 

Berm Required?  Y
 

Erosion Sedimentation Control Required?  N
 

Paleo Survey Run?  N     Paleo Potental Observed?  N     Cultural Survey Run?  N     Cultural
Resources?  N

 

Reserve Pit
 

Site-Specific Factors Site Ranking  

Distance to Groundwater (feet) 25 to  75 1 5
Distance to Surface Water (feet) 2 0
Dist. Nearest Municipal Well (ft) 1320 to  5280 5

Distance to Other Wells (feet) > 1 3 2 0 0
Native Soil Type Mod permeabili ty 1 0

Fluid Type Fresh Water 5
Drill Cuttings Normal Rock 0

Annual Precipitation (inches) 10 to  20 5
Affected Populations

Presence Nearby Utility Conduits Present 1 5

 

Final Score 7 5 1 Sensitivity Level
 

Characteristics /  Requirements
Pit to be dug to a depth of 8’.  Pit should be fenced to prevent entry by deer, other wildlife
and domestic animals. Pit to be closed within one year after drilling activities are
complete .

 

Closed Loop Mud Required? N   Liner Required? Y   Liner Thickness 16    Pit Underlayment
Required? N 

 

Other Observations /  Comments
 

Chris  Jensen 3 / 1 4 / 2 0 1 2
Evaluator Date  /  Time
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API Well Number: 43013509960000

Drainage Diverson Required? N

Berm Required? Y

Erosion Sedimentation Control Required? N

Paleo Survey Run? N Paleo Potental Observed? N Cultural Survey Run? N Cultural
Resources? N

Reserve Pit

Site-Specific Factors Site Ranking

Distance to Groundwater (feet) 25 to 75 1 5
Distance to Surface Water (feet) 2 0
Dist. Nearest Municipal Well (ft) 1320 to 5280 5

Distance to Other Wells (feet) >1320 0
Native Soil Type Mod permeability 10

Fluid Type Fresh Water 5
Drill Cuttings Normal Rock 0

Annual Precipitation (inches) 10 to 20 5
Affected Populations

Presence Nearby Utility Conduits Present 1 5
Final Score 7 5 1 Sensitivity Level

Characteristics / Requirements
Pit to be dug to a depth of 8'. Pit should be fenced to prevent entry by deer, other wildlife
and domestic animals. Pit to be closed within one year after drilling activities are
complete.

Closed Loop Mud Required? N Liner Required? Y Liner Thickness 16 Pit Underlayment
Required? N

Other Observations / Comments

Chris Jensen 3/14/2012
Evaluator Date / Time

RECEIVED: April 12,

API Well Number: 43013509960000

Drainage Diverson Required? N

Berm Required? Y

Erosion Sedimentation Control Required? N

Paleo Survey Run? N Paleo Potental Observed? N Cultural Survey Run? N Cultural
Resources? N

Reserve Pit

Site-Specific Factors Site Ranking

Distance to Groundwater (feet) 25 to 75 1 5
Distance to Surface Water (feet) 2 0
Dist. Nearest Municipal Well (ft) 1320 to 5280 5

Distance to Other Wells (feet) >1320 0
Native Soil Type Mod permeability 10

Fluid Type Fresh Water 5
Drill Cuttings Normal Rock 0

Annual Precipitation (inches) 10 to 20 5
Affected Populations

Presence Nearby Utility Conduits Present 1 5
Final Score 7 5 1 Sensitivity Level

Characteristics / Requirements
Pit to be dug to a depth of 8'. Pit should be fenced to prevent entry by deer, other wildlife
and domestic animals. Pit to be closed within one year after drilling activities are
complete.

Closed Loop Mud Required? N Liner Required? Y Liner Thickness 16 Pit Underlayment
Required? N

Other Observations / Comments

Chris Jensen 3/14/2012
Evaluator Date / Time
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Application for Permit to Drill
Statement of Basis

4 / 1 2 / 2 0 1 2
Utah Division of Oil, Gas and

Mining
 

APD No API WellNo Status Well Type Surf Owner CBM
4 7 5 3 43013509960000 LOCKED OW P N o

Operator NEWFIELD PRODUCTION COMPANY Surface
Owner-APD

Donna, Steven and Leon
Clayburn

Well Name Sta t e  11 -34-3 -3W Unit
Field WILDCAT Type of Work DRILL

Location NESW    34    3S    3W    U    1983 FSL    1807 FWL    GPS Coord
(UTM)    567054E    4447645N

Geologic Statement of Basis
Newfield proposes to set 60'  of conductor and 2,500'  of surface casing at this location. The
base of the moderately saline water at  this location is estimated to be at  a depth of 800' .  Air
and or fresh water will be used to drill  the entire surface hole. A search of Division of Water
Rights records shows 12 water wells within a 10,000 foot radius of the center of Section 34.
Depth is l isted as ranging from 28 to 400 feet.  Depths are not listed for 2 wells.  Water use is
l isted as irrigation, stock watering and domestic use.  The nearest  well  is  approximately 3/4
mile from the proposed location. This well is l isted as 65 feet in depth. The surface
formation at this site is the Uinta Formation. Wells in this area likely produce water from
either the Uinta Formation or from near-surface alluvium. The Uinta Formation is  made up
of interbedded shales  and sandstones.  The sandstones are most ly lent icular  and
discontinuous and should not be a significant  source of useable ground water.  The surface
casing cement should be brought  back to ground surface.

Brad Hill
APD Evaluator

3 / 2 0 / 2 0 1 2
Date /  Time

Surface Statement of Basis
Operator has a surface agreement in place with the landowner.  I  had a phone conversation
with landowner, S. Clayburn, and he is aware of and OK with a pad size larger than
originally submitted. Location is proposed in the best possible position within the spacing
window. This location has been chosen on the East side of the window so as to keep
disturbance away from canals.  Access road is going to be placed along the Western most
boundary of the parcel  .
The soil  type and topography at  present  do not  combine to pose a significant  threat  to
erosion or sediment/  pollut ion transport  in these regional  cl imate condit ions.  Construction
standards of  the Operator  appear  to  be adequate for  the proposed purpose.  I  recognize no
special  f lora or animal species or cultural  resources on si te that  the proposed action may
harm. The landowner was invited and was in at tendance for the pre-si te  inspection with
comments noted above.  The location should be bermed to prevent spil ls  from leaving the
confines of the pad. Fencing around the reserve pit will  be necessary once the well is drilled
to prevent wildlife and livestock from entering. A synthetic liner of 16 mils (minimum)
should be uti l ized in the reserve pit .

Chris  Jensen
Onsite Evaluator

3 / 1 4 / 2 0 1 2
Date /  Time

API Well Number: 43013509960000
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API Well Number: 43013509960000

I

Application for Permit to Drill
Statement of Basis

4/12/2012
Utah Division of Oil, Gas and

Mining
I

APD No API WellNo Status Well Type Surf Owner CBM
4753 43013509960000 LOCKED OW P No

Surface Donna, Steven and LeonOperator NEWFIELD PRODUCTION COMPANY Owner-APD Clayburn
Well Name State ll-34-3-3W Unit
Field WILDCAT Type of Work DRILL

. NESW 34 3S 3W U 1983 FSL 1807 FWL GPS CoordLocation
(UTM) 567054E 4447645N

Geologic Statement of Basis
Newfield proposes to set 60' of conductor and 2,500' of surface casing at this location. The
base of the moderately saline water at this location is estimated to be at a depth of 800'. Air
and or fresh water will be used to drill the entire surface hole. A search of Division of Water
Rights records shows 12 water wells within a 10,000 foot radius of the center of Section 34.
Depth is listed as ranging from 28 to 400 feet. Depths are not listed for 2 wells. Water use is
listed as irrigation, stock watering and domestic use. The nearest well is approximately 3/4
mile from the proposed location. This well is listed as 65 feet in depth. The surface
formation at this site is the Uinta Formation. Wells in this area likely produce water from
either the Uinta Formation or from near-surface alluvium. The Uinta Formation is made up
of interbedded shales and sandstones. The sandstones are mostly lenticular and
discontinuous and should not be a significant source of useable ground water. The surface
casing cement should be brought back to ground surface.

Brad Hill 3/20/20 12
APD Evaluator Date / Time

Surface Statement of Basis
Operator has a surface agreement in place with the landowner. I had a phone conversation
with landowner, S. Clayburn, and he is aware of and OK with a pad size larger than
originally submitted. Location is proposed in the best possible position within the spacing
window. This location has been chosen on the East side of the window so as to keep
disturbance away from canals. Access road is going to be placed along the Western most
boundary of the parcel .

The soil type and topography at present do not combine to pose a significant threat to
erosion or sediment/ pollution transport in these regional climate conditions. Construction
standards of the Operator appear to be adequate for the proposed purpose. I recognize no
special flora or animal species or cultural resources on site that the proposed action may
harm. The landowner was invited and was in attendance for the pre-site inspection with
comments noted above. The location should be bermed to prevent spills from leaving the
confines of the pad. Fencing around the reserve pit will be necessary once the well is drilled
to prevent wildlife and livestock from entering. A synthetic liner of 16 mils (minimum)
should be utilized in the reserve pit.

Chris Jensen 3/14/20 12
Onsite Evaluator Date / Time

RECEIVED: April 12,

API Well Number: 43013509960000

I

Application for Permit to Drill
Statement of Basis

4/12/2012
Utah Division of Oil, Gas and

Mining
I

APD No API WellNo Status Well Type Surf Owner CBM
4753 43013509960000 LOCKED OW P No

Surface Donna, Steven and LeonOperator NEWFIELD PRODUCTION COMPANY Owner-APD Clayburn
Well Name State ll-34-3-3W Unit
Field WILDCAT Type of Work DRILL

. NESW 34 3S 3W U 1983 FSL 1807 FWL GPS CoordLocation
(UTM) 567054E 4447645N

Geologic Statement of Basis
Newfield proposes to set 60' of conductor and 2,500' of surface casing at this location. The
base of the moderately saline water at this location is estimated to be at a depth of 800'. Air
and or fresh water will be used to drill the entire surface hole. A search of Division of Water
Rights records shows 12 water wells within a 10,000 foot radius of the center of Section 34.
Depth is listed as ranging from 28 to 400 feet. Depths are not listed for 2 wells. Water use is
listed as irrigation, stock watering and domestic use. The nearest well is approximately 3/4
mile from the proposed location. This well is listed as 65 feet in depth. The surface
formation at this site is the Uinta Formation. Wells in this area likely produce water from
either the Uinta Formation or from near-surface alluvium. The Uinta Formation is made up
of interbedded shales and sandstones. The sandstones are mostly lenticular and
discontinuous and should not be a significant source of useable ground water. The surface
casing cement should be brought back to ground surface.

Brad Hill 3/20/20 12
APD Evaluator Date / Time

Surface Statement of Basis
Operator has a surface agreement in place with the landowner. I had a phone conversation
with landowner, S. Clayburn, and he is aware of and OK with a pad size larger than
originally submitted. Location is proposed in the best possible position within the spacing
window. This location has been chosen on the East side of the window so as to keep
disturbance away from canals. Access road is going to be placed along the Western most
boundary of the parcel .

The soil type and topography at present do not combine to pose a significant threat to
erosion or sediment/ pollution transport in these regional climate conditions. Construction
standards of the Operator appear to be adequate for the proposed purpose. I recognize no
special flora or animal species or cultural resources on site that the proposed action may
harm. The landowner was invited and was in attendance for the pre-site inspection with
comments noted above. The location should be bermed to prevent spills from leaving the
confines of the pad. Fencing around the reserve pit will be necessary once the well is drilled
to prevent wildlife and livestock from entering. A synthetic liner of 16 mils (minimum)
should be utilized in the reserve pit.

Chris Jensen 3/14/20 12
Onsite Evaluator Date / Time

RECEIVED: April 12,



RECEIVED: April 12, 2012

Conditions of Approval / Application for Permit to Drill
Category Condition
Pits A synthetic l iner with a minimum thickness of 16 mils with a felt  subliner shall  be properly installed

and maintained in the reserve pit .
Pits The reserve pit  should be located on the south side of the location.
Surface The well site shall  be bermed to prevent fluids from leaving the pad.
Surface The reserve pit  shall  be fenced upon completion of dril l ing operations.
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API Well Number: 43013509960000

Conditions of Approval / Application for Permit to Drill
Category Condition
Pits A synthetic liner with a minimum thickness of 16 mils with a felt subliner shall be properly installed

and maintained in the reserve pit.
Pits The reserve pit should be located on the south side of the location.
Surface The well site shall be bermed to prevent fluids from leaving the pad.
Surface The reserve pit shall be fenced upon completion of drilling operations.

RECEIVED: April 12,

API Well Number: 43013509960000

Conditions of Approval / Application for Permit to Drill
Category Condition
Pits A synthetic liner with a minimum thickness of 16 mils with a felt subliner shall be properly installed

and maintained in the reserve pit.
Pits The reserve pit should be located on the south side of the location.
Surface The well site shall be bermed to prevent fluids from leaving the pad.
Surface The reserve pit shall be fenced upon completion of drilling operations.

RECEIVED: April 12,



RECEIVED: April 12, 2012

WORKSHEET
APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 10 /7 /2011 API NO. ASSIGNED: 43013509960000

WELL NAME: State 11-34-3-3W    

OPERATOR: NEWFIELD PRODUCTION COMPANY (N2695) PHONE NUMBER: 435 719-2018

CONTACT: Don Hamilton    

PROPOSED LOCATION: NESW 34 030S 030W Permit Tech Review:

SURFACE: 1983 FSL 1807 FWL Engineering Review:

BOTTOM: 1983 FSL 1807 FWL Geology Review:

COUNTY: DUCHESNE 

LATITUDE: 40.17650 LONGITUDE: -110.21243

UTM SURF EASTINGS: 567054.00 NORTHINGS: 4447645.00

FIELD NAME: WILDCAT    

LEASE TYPE: 3 - State    

LEASE NUMBER: ML-50718             PROPOSED PRODUCING FORMATION(S): WASATCH 

SURFACE OWNER: 4 - Fee COALBED METHANE: NO

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

PLAT R649-2 -3 .

Bond: STATE - B001834      Unit:  

Potash R649-3-2. General

Oil Shale 190-5      

Oil Shale 190-3 R649-3-3. Exception

Oil Shale 190-13  Drilling Unit 

Water Permit: 437478           Board Cause No:   R649-3-2

RDCC Review: 2012-04-12 00:00:00.0           Effective Date:  

Fee Surface Agreement           Siting:  

Intent to Commingle R649-3-11. Directional Drill

 Commingling Approved  

Comments:          Presite Completed
                  

Stipulations:         5 - Statement of Basis - bhill
                             12 - Cement Volume (3) - ddoucet
                             21 - RDCC - dmason
                             23 - Spacing - dmason
                             25 - Surface Casing - hmacdonald

API Well Number: 43013509960000
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API Well Number: 43013509960000

WORKSHEET
APPLICATION FOR PERMIT TO DRILL

I

I

APD RECEIVED: 10/7/2011 API NO. ASSIGNED: 43013509960000

WELL NAME: State 11-34-3-3W

OPERATOR: NEWFIELD PRODUCTION COMPANY (N2695) PHONE NUMBER: 435 719-2018

CONTACT: Don Hamilton

PROPOSED LOCATION: NESW 34 030S 030W Permit Tech Review:

SURFACE: 1983 FSL 1807 FWL Engineering Review:

BOTTOM: 1983 FSL 1807 FWL Geology Review:

COUNTY: DUCHESNE

LATITUDE: 40.17650 LONGITUDE: -110.21243

UTM SURF EASTINGS: 567054.00 NORTHINGS: 4447645.00

FIELD NAME: WILDCAT

LEASE TYPE: 3 - State

LEASE NUMBER: ML-50718 PROPOSED PRODUCING FORMATION(S): WASATCH

SURFACE OWNER: 4 - Fee COALBED METHANE: NO

I

RECEIVED ANDIOR REVIEWED: LOCATION AND SITING:

PLAT R649-2-3.

Bond: STATE - BOO1834 Unit:

Potash R649-3-2. General

Oil Shale 190-5

Oil Shale 190-3 R649-3-3. Exception

Oil Shale 190-13 Drilling Unit

Water Permit: 437478 Board Cause No: R649-3-2

RDCC Review: 2012-04-12 00:00:00.0 Effective Date:

Fee Surface Agreement Siting:

Intent to Commingle R649-3-11. Directional Drill

Commingling Approved

I

Comments: Presite Completed

Stipulations: 5 - Statement of Basis - bhill
12 - Cement Volume (3) - ddoucet
21 - RDCC - dmason
23 - Spacing - dmason
25 - Surface Casing - hmacdonald

RECEIVED: April 12,

API Well Number: 43013509960000

WORKSHEET
APPLICATION FOR PERMIT TO DRILL

I

I

APD RECEIVED: 10/7/2011 API NO. ASSIGNED: 43013509960000

WELL NAME: State 11-34-3-3W

OPERATOR: NEWFIELD PRODUCTION COMPANY (N2695) PHONE NUMBER: 435 719-2018

CONTACT: Don Hamilton

PROPOSED LOCATION: NESW 34 030S 030W Permit Tech Review:

SURFACE: 1983 FSL 1807 FWL Engineering Review:

BOTTOM: 1983 FSL 1807 FWL Geology Review:

COUNTY: DUCHESNE

LATITUDE: 40.17650 LONGITUDE: -110.21243

UTM SURF EASTINGS: 567054.00 NORTHINGS: 4447645.00

FIELD NAME: WILDCAT

LEASE TYPE: 3 - State

LEASE NUMBER: ML-50718 PROPOSED PRODUCING FORMATION(S): WASATCH

SURFACE OWNER: 4 - Fee COALBED METHANE: NO

I

RECEIVED ANDIOR REVIEWED: LOCATION AND SITING:

PLAT R649-2-3.

Bond: STATE - BOO1834 Unit:

Potash R649-3-2. General

Oil Shale 190-5

Oil Shale 190-3 R649-3-3. Exception

Oil Shale 190-13 Drilling Unit

Water Permit: 437478 Board Cause No: R649-3-2

RDCC Review: 2012-04-12 00:00:00.0 Effective Date:

Fee Surface Agreement Siting:

Intent to Commingle R649-3-11. Directional Drill

Commingling Approved

I

Comments: Presite Completed

Stipulations: 5 - Statement of Basis - bhill
12 - Cement Volume (3) - ddoucet
21 - RDCC - dmason
23 - Spacing - dmason
25 - Surface Casing - hmacdonald

RECEIVED: April 12,



Permit To Drill
******************

Well Name:   S ta te  11-34-3-3W
API Well Number:   43013509960000

Lease Number:   ML-50718
Surface Owner:   FEE (PRIVATE) 
Approval Date:    4 / 1 2 / 2 0 1 2

Issued to:
NEWFIELD PRODUCTION COMPANY , Rt 3 Box 3630 , Myton, UT 84052

Authority:
Pursuant to Utah Code Ann. 40-6-1 et  seq. ,  and Utah Administrat ive Code
R649-3-1 et seq.,  the Utah Division of Oil,  Gas and Mining issues conditions of
approval,  and permit to drill  the listed well.  This permit is issued in accordance
with the requirements  of  R649-3-2.  The expected producing formation or  pool  is
the WASATCH Formation(s), completion into any other zones will require filing a
Sundry Notice (Form 9). Completion and commingling of more than one pool will
require approval  in accordance with R649-3-22.

Duration:
This approval shall  expire one year from the above date unless substantial  and
continuous operat ion is  underway,  or  a  request  for  extension is  made prior  to the
expirat ion date

General:
Compliance with the requirements of Utah Admin. R. 649-1 et seq.,  the Oil and Gas
Conservation General Rules,  and the applicable terms and provisions of the
approved Application for permit to dril l .

Conditions of Approval:
The Application for Permit to Drill  has been forwarded to the Resource
Development Coordinating Committee for review of this action. The operator will
be required to comply with any applicable recommendations result ing from this
review. (See attached) 

This proposed well is located in an area for which drilling units (well spacing
patterns) have not been established through an order of the Board of Oil ,  Gas and
Mining (the “Board”). In order to avoid the possibility of waste or injury to
correlative rights,  the operator is requested, once the well has been drilled,
completed,  and has produced,  to analyze geological  and engineering data generated
therefrom, as well  as any similar data from surrounding areas if  available.  As soon
as is practicable after completion of i ts analysis,  and if  the analysis suggests an
area larger than the quarter-quarter  section upon which the well  is  located is  being
drained,  the operator  is  requested to seek an appropriate  order  from the Board
establishing drill ing and spacing units in conformance with such analysis by fil ing
a Request for Agency Action with the Board. 

State of Utah
DEPARTMENT OF NATURAL RESOURCES

- -/ MICHAELR.STYLER

GAR'R H BERT
ExoutimDrotor

comrmr Division of Oil, Gas and Mining
GREGORY S. BELL JOHN R. BAZA
Lieuterant Gowrær Busion Director

Permit To Drill
kkkkkkkkkkkkkkkkkk

Well Name: State 11-34-3-3W
API Well Number: 43013509960000

Lease Number: ML-50718
Surface Owner: FEE (PRIVATE)
Approval Date: 4/12/20 12

Issued to:
NEWFIELD PRODUCTION COMPANY , Rt 3 Box 3630 , Myton, UT 84052

Authority:
Pursuant to Utah Code Ann. 40-6-1 et seq., and Utah Administrative Code
R649-3-1 et seq., the Utah Division of Oil, Gas and Mining issues conditions of
approval, and permit to drill the listed well. This permit is issued in accordance
with the requirements of R649-3-2. The expected producing formation or pool is
the WASATCH Formation(s), completion into any other zones will require filing a
Sundry Notice (Form 9). Completion and commingling of more than one pool will
require approval in accordance with R649-3-22.

Duration:
This approval shall expire one year from the above date unless substantial and
continuous operation is underway, or a request for extension is made prior to the
expiration date

General:
Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and Gas
Conservation General Rules, and the applicable terms and provisions of the
approved Application for permit to drill.

Conditions of Approval:
The Application for Permit to Drill has been forwarded to the Resource
Development Coordinating Committee for review of this action. The operator will
be required to comply with any applicable recommendations resulting from this
review. (See attached)

This proposed well is located in an area for which drilling units (well spacing
patterns) have not been established through an order of the Board of Oil, Gas and
Mining (the "Board"). In order to avoid the possibility of waste or injury to
correlative rights, the operator is requested, once the well has been drilled,
completed, and has produced, to analyze geological and engineering data generated
therefrom, as well as any similar data from surrounding areas if available. As soon
as is practicable after completion of its analysis, and if the analysis suggests an
area larger than the quarter-quarter section upon which the well is located is being
drained, the operator is requested to seek an appropriate order from the Board
establishing drilling and spacing units in conformance with such analysis by filing
a Request for Agency Action with the

State of Utah
DEPARTMENT OF NATURAL RESOURCES

- -/ MICHAELR.STYLER

GAR'R H BERT
ExoutimDrotor

comrmr Division of Oil, Gas and Mining
GREGORY S. BELL JOHN R. BAZA
Lieuterant Gowrær Busion Director

Permit To Drill
kkkkkkkkkkkkkkkkkk

Well Name: State 11-34-3-3W
API Well Number: 43013509960000

Lease Number: ML-50718
Surface Owner: FEE (PRIVATE)
Approval Date: 4/12/20 12

Issued to:
NEWFIELD PRODUCTION COMPANY , Rt 3 Box 3630 , Myton, UT 84052

Authority:
Pursuant to Utah Code Ann. 40-6-1 et seq., and Utah Administrative Code
R649-3-1 et seq., the Utah Division of Oil, Gas and Mining issues conditions of
approval, and permit to drill the listed well. This permit is issued in accordance
with the requirements of R649-3-2. The expected producing formation or pool is
the WASATCH Formation(s), completion into any other zones will require filing a
Sundry Notice (Form 9). Completion and commingling of more than one pool will
require approval in accordance with R649-3-22.

Duration:
This approval shall expire one year from the above date unless substantial and
continuous operation is underway, or a request for extension is made prior to the
expiration date

General:
Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and Gas
Conservation General Rules, and the applicable terms and provisions of the
approved Application for permit to drill.

Conditions of Approval:
The Application for Permit to Drill has been forwarded to the Resource
Development Coordinating Committee for review of this action. The operator will
be required to comply with any applicable recommendations resulting from this
review. (See attached)

This proposed well is located in an area for which drilling units (well spacing
patterns) have not been established through an order of the Board of Oil, Gas and
Mining (the "Board"). In order to avoid the possibility of waste or injury to
correlative rights, the operator is requested, once the well has been drilled,
completed, and has produced, to analyze geological and engineering data generated
therefrom, as well as any similar data from surrounding areas if available. As soon
as is practicable after completion of its analysis, and if the analysis suggests an
area larger than the quarter-quarter section upon which the well is located is being
drained, the operator is requested to seek an appropriate order from the Board
establishing drilling and spacing units in conformance with such analysis by filing
a Request for Agency Action with the



Compliance with the Conditions of Approval/Application for Permit to Drill
outlined in the Statement of Basis (copy attached). 

Surface casing shall  be cemented to the surface. 

Cement volume for  the 5 1/2" production str ing shall  be determined from actual
hole diameter  in order to place cement from the pipe set t ing depth back to 2000'
MD as indicated in the submitted drilling plan. 

Additional Approvals:
The operator is required to obtain approval from the Division of Oil,  Gas and
mining before performing any of the following actions during the dril l ing of this
well:
      •  Any changes to the approved dri l l ing plan -  contact  Dustin Doucet
     •  Significant plug back of the well -  contact Dustin Doucet
      •  Plug and abandonment of  the well  -  contact  Dustin Doucet

Notification Requirements:
The operator is required to notify the Division of Oil, Gas and Mining of the
following actions during drilling of this well:
     •  Within 24 hours following the spudding of the well  -  contact Carol Daniels
     OR 
        submit an electronic sundry notice (pre-registration required) via the Utah Oil &
Gas website
         at  ht tp:/ /oi lgas.ogm.utah.gov
      •  24 hours prior  to test ing blowout prevention equipment -  contact  Dan Jarvis
      •  24 hours prior to cementing or test ing casing -  contact  Dan Jarvis
     •  Within 24 hours of making any emergency changes to the approved dril l ing
p r o g r a m
        -  contact  Dustin Doucet
      •  24 hours  pr ior  to  commencing operat ions to  plug and abandon the well  -
contact Dan Jarvis

Contact Information:
The following are Division of Oil, Gas and Mining contacts and their telephone
numbers (please leave a voicemail message if  the person is not available to take the
call):
      •  Carol  Daniels     801-538-5284 -  off ice
      •  Dust in  Doucet   801-538-5281 -  off ice
                                                         801-733-0983 - after office hours
      •  Dan Jarvis              801-538-5338 -  office
                                                         801-231-8956 - after office hours

Reporting Requirements:
All reports,  forms and submittals as required by the Utah Oil  and Gas Conservation
General Rules will be promptly filed with the Division of Oil, Gas and Mining,
including but not l imited to:
     •  Entity Action Form (Form 6) - due within 5 days of spudding the well
     •  Monthly Status Report (Form 9) - due by 5th day of the following calendar
m o n t h
     •  Requests to Change Plans (Form 9) -  due prior to implementation

Compliance with the Conditions of Approval/Application for Permit to Drill
outlined in the Statement of Basis (copy attached).

Surface casing shall be cemented to the surface.

Cement volume for the 5 1/2" production string shall be determined from actual
hole diameter in order to place cement from the pipe setting depth back to 2000'
MD as indicated in the submitted drilling plan.

Additional Approvals:
The operator is required to obtain approval from the Division of Oil, Gas and
mining before performing any of the following actions during the drilling of this
well:

• Any changes to the approved drilling plan - contact Dustin Doucet
• Significant plug back of the well - contact Dustin Doucet
• Plug and abandonment of the well - contact Dustin Doucet

Notification Requirements:
The operator is required to notify the Division of Oil, Gas and Mining of the
following actions during drilling of this well:

• Within 24 hours following the spudding of the well - contact Carol Daniels
OR
submit an electronic sundry notice (pre-registration required) via the Utah Oil &

Gas website
at http://oilgas.ogm.utah.gov

• 24 hours prior to testing blowout prevention equipment - contact Dan Jarvis
• 24 hours prior to cementing or testing casing - contact Dan Jarvis
• Within 24 hours of making any emergency changes to the approved drilling

program
- contact Dustin Doucet

• 24 hours prior to commencing operations to plug and abandon the well -

contact Dan Jarvis

Contact Information:
The following are Division of Oil, Gas and Mining contacts and their telephone
numbers (please leave a voicemail message if the person is not available to take the
call):

• Carol Daniels 801-538-5284 - office
• Dustin Doucet 801-538-5281 - office

801-733-0983 - after office hours
• Dan Jarvis 801-538-5338 - office

801-231-8956 - after office hours

Reporting Requirements:
All reports, forms and submittals as required by the Utah Oil and Gas Conservation
General Rules will be promptly filed with the Division of Oil, Gas and Mining,
including but not limited to:

• Entity Action Form (Form 6) - due within 5 days of spudding the well
• Monthly Status Report (Form 9) - due by 5th day of the following calendar

month
• Requests to Change Plans (Form 9) - due prior to

Compliance with the Conditions of Approval/Application for Permit to Drill
outlined in the Statement of Basis (copy attached).

Surface casing shall be cemented to the surface.

Cement volume for the 5 1/2" production string shall be determined from actual
hole diameter in order to place cement from the pipe setting depth back to 2000'
MD as indicated in the submitted drilling plan.

Additional Approvals:
The operator is required to obtain approval from the Division of Oil, Gas and
mining before performing any of the following actions during the drilling of this
well:

• Any changes to the approved drilling plan - contact Dustin Doucet
• Significant plug back of the well - contact Dustin Doucet
• Plug and abandonment of the well - contact Dustin Doucet

Notification Requirements:
The operator is required to notify the Division of Oil, Gas and Mining of the
following actions during drilling of this well:

• Within 24 hours following the spudding of the well - contact Carol Daniels
OR
submit an electronic sundry notice (pre-registration required) via the Utah Oil &

Gas website
at http://oilgas.ogm.utah.gov

• 24 hours prior to testing blowout prevention equipment - contact Dan Jarvis
• 24 hours prior to cementing or testing casing - contact Dan Jarvis
• Within 24 hours of making any emergency changes to the approved drilling

program
- contact Dustin Doucet

• 24 hours prior to commencing operations to plug and abandon the well -

contact Dan Jarvis

Contact Information:
The following are Division of Oil, Gas and Mining contacts and their telephone
numbers (please leave a voicemail message if the person is not available to take the
call):

• Carol Daniels 801-538-5284 - office
• Dustin Doucet 801-538-5281 - office

801-733-0983 - after office hours
• Dan Jarvis 801-538-5338 - office

801-231-8956 - after office hours

Reporting Requirements:
All reports, forms and submittals as required by the Utah Oil and Gas Conservation
General Rules will be promptly filed with the Division of Oil, Gas and Mining,
including but not limited to:

• Entity Action Form (Form 6) - due within 5 days of spudding the well
• Monthly Status Report (Form 9) - due by 5th day of the following calendar

month
• Requests to Change Plans (Form 9) - due prior to



     •  Written Notice of Emergency Changes (Form 9) - due within 5 days
     •  Notice of Operations Suspension or Resumption (Form 9) -  due prior to
implementa t ion
    •  Report of Water Encountered (Form 7) -  due within 30 days after completion
    •  Well Completion Report (Form 8) - due within 30 days after completion or
plugging

Approved By:

For John Rogers
Associate Director, Oil & Gas 

• Written Notice of Emergency Changes (Form 9) - due within 5 days
• Notice of Operations Suspension or Resumption (Form 9) - due prior to

implementation
• Report of Water Encountered (Form 7) - due within 30 days after completion
• Well Completion Report (Form 8) - due within 30 days after completion or

plugging

Approved By:

For John Rogers
Associate Director, Oil &

• Written Notice of Emergency Changes (Form 9) - due within 5 days
• Notice of Operations Suspension or Resumption (Form 9) - due prior to

implementation
• Report of Water Encountered (Form 7) - due within 30 days after completion
• Well Completion Report (Form 8) - due within 30 days after completion or

plugging

Approved By:

For John Rogers
Associate Director, Oil &



RECEIVED: Apr. 04, 2013

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 ML-50718 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 STATE 11-34-3-3W 

2. NAME OF OPERATOR:
 NEWFIELD PRODUCTION COMPANY 

9. API NUMBER:
 43013509960000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825  Ext 

9. FIELD and POOL or WILDCAT:
 WILDCAT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     1983 FSL 1807 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NESW Section: 34 Township: 03.0S Range: 03.0W Meridian: U

COUNTY:
 DUCHESNE 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

4 /12 /2013

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Newfield proposes to extend the Application for Permit to Drill this well.

NAME (PLEASE PRINT) PHONE NUMBER 
 Mandie Crozier 435 646-4825

TITLE
 Regulatory Tech

SIGNATURE
 N/A

DATE
 4 /4 /2013

April 10, 2013

Sundry Number: 36383 API Well Number: 43013509960000Sundry Number: 36383 API Well Number: 43013509960000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING ML-50718

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well STATE 11-34-3-3W

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013509960000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext WILDCAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

1983 FSL 1807 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NESW Section: 34 Township: 03.0S Range: 03.0W Meridian: U UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

4/12/2013
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENTREPORT DEEPEN FRACTURETREAT NEWCONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Newfield proposes to extend the Application for Permit to Drill this well. Approved by the
Utah Division of

OFI, Gas and Mining

Date: April 10, 2013

By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Mandie Crozier 435 646-4825 Regulatory Tech

SIGNATURE DATE
N/A 4/4/2013

RECEIVED: Apr. 04,

Sundry Number: 36383 API Well Number: 43013509960000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING ML-50718

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well STATE 11-34-3-3W

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013509960000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext WILDCAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

1983 FSL 1807 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NESW Section: 34 Township: 03.0S Range: 03.0W Meridian: U UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

4/12/2013
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENTREPORT DEEPEN FRACTURETREAT NEWCONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Newfield proposes to extend the Application for Permit to Drill this well. Approved by the
Utah Division of

OFI, Gas and Mining

Date: April 10, 2013

By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Mandie Crozier 435 646-4825 Regulatory Tech

SIGNATURE DATE
N/A 4/4/2013

RECEIVED: Apr. 04,



RECEIVED: Apr. 04, 2013

  

The Utah Division of Oil, Gas, and Mining

- State of Utah
- Department of Natural Resources

Electronic Permitting System - Sundry Notices

Request for Permit Extension Validation Well Number 43013509960000
 

API:  43013509960000
Well Name:  STATE 11-34-3-3W 

Location:  1983 FSL 1807 FWL QTR NESW SEC 34 TWNP 030S RNG 030W MER U
Company Permit Issued to:  NEWFIELD PRODUCTION COMPANY

Date Original Permit Issued:  4 /12 /2012

The undersigned as owner with legal rights to drill on the property as permitted above, hereby verifies that the
information as submitted in the previously approved application to drill, remains valid and does not require revision.
Following is a checklist of some items related to the application, which should be verified.

If located on private land, has the ownership changed, if so, has the surface agreement been updated?  
 Yes      No

Have any wells been drilled in the vicinity of the proposed well which would affect the spacing or siting
requirements for this location?     Yes      No

Has there been any unit or other agreements put in place that could affect the permitting or operation of this
proposed well?     Yes      No

Have there been any changes to the access route including ownership, or rightof- way, which could affect the
proposed location?     Yes      No

Has the approved source of water for drilling changed?     Yes      No

Have there been any physical changes to the surface location or access route which will require a change in
plans from what was discussed at the onsite evaluation?     Yes      No

Is bonding still in place, which covers this proposed well?     Yes      No

        
Signature:  Mandie Crozier Date: 4 /4 /2013

Title:  Regulatory Tech Representing: NEWFIELD PRODUCTION COMPANY

Sundry Number: 36383 API Well Number: 43013509960000Sundry Number: 36383 API Well Number: 43013509960000

UTAH

DNR The Utah Division of Oil, Gas, and Mining
'

- State of Utah
- Department of Natural Resources
Electronic Permitting System - Sundry Notices

OTI. EMI Pr N1NTrie

Request for Permit Extension Validation Well Number 43013509960000

API: 43013509960000
Well Name: STATE 11-34-3-3W

Location: 1983 FSL 1807 FWL QTR NESW SEC 34 TWNP 030S RNG 030W MER U
Company Permit Issued to: NEWFIELDPRODUCTION COMPANY

Date Original Permit Issued: 4/12/2012

The undersigned as owner with legal rights to drill on the property as permitted above, hereby verifies that the
information as submitted in the previously approved application to drill, remains valid and does not require revision.
Following is a checklist of some items related to the application, which should be verified.

* If located on private land, has the ownership changed, if so, has the surface agreement been updated? O
Yes No

• Have any wells been drilled in the vicinity of the proposed well which would affect the spacing or siting
requirements for this location? O Yes No

• Has there been any unit or other agreements put in place that could affect the permitting or operation of this
proposed well? (_) Yes No

• Have there been any changes to the access route including ownership, or rightof- way, which could affect the
proposed location? O Yes i No

· Has the approved source of water for drilling changed? O Yes No

• Have there been any physical changes to the surface location or access route which will require a change in
plans from what was discussed at the onsite evaluation? Yes No

' Is bonding still in place, which covers this proposed well? Yes No

Signature: Mandie Crozier Date: 4/4/2013
Title: Regulatory Tech Representing: NEWFIELDPRODUCTION COMPANY

RECEIVED: Apr. 04,

Sundry Number: 36383 API Well Number: 43013509960000

UTAH

DNR The Utah Division of Oil, Gas, and Mining
'

- State of Utah
- Department of Natural Resources

Electronic Permitting System - Sundry Notices
OTI. EMI Pr N1NTrie

Request for Permit Extension Validation Well Number 43013509960000

API: 43013509960000
Well Name: STATE 11-34-3-3W

Location: 1983 FSL 1807 FWL QTR NESW SEC 34 TWNP 030S RNG 030W MER U
Company Permit Issued to: NEWFIELDPRODUCTION COMPANY

Date Original Permit Issued: 4/12/2012

The undersigned as owner with legal rights to drill on the property as permitted above, hereby verifies that the
information as submitted in the previously approved application to drill, remains valid and does not require revision.
Following is a checklist of some items related to the application, which should be verified.

* If located on private land, has the ownership changed, if so, has the surface agreement been updated? O
Yes No

• Have any wells been drilled in the vicinity of the proposed well which would affect the spacing or siting
requirements for this location? O Yes No

• Has there been any unit or other agreements put in place that could affect the permitting or operation of this
proposed well? (_) Yes No

• Have there been any changes to the access route including ownership, or rightof- way, which could affect the
proposed location? O Yes i No

· Has the approved source of water for drilling changed? O Yes No

• Have there been any physical changes to the surface location or access route which will require a change in
plans from what was discussed at the onsite evaluation? Yes No

' Is bonding still in place, which covers this proposed well? Yes No

Signature: Mandie Crozier Date: 4/4/2013
Title: Regulatory Tech Representing: NEWFIELDPRODUCTION COMPANY

RECEIVED: Apr. 04,



State of Utah
DEPARTMENT OF NATURAL RESOURCES

J a e MICHAEL R. STYLER

GARY R. HERBERT Executive Director

Governor Division of Oil, Gas and Mining April 16, 2015
SPENCER J. COX JOHN R. BAZA

Lieutenant Governor Division Director

Newfield Production Company
Rt. 3 Box 3630
Myton, UT 84052

Re: APDs Rescinded Newfield Production Company,
Uintah and Duchesne County

Ladies and Gentlemen:

Enclosed find the list of APDs that is being rescinded. No drilling activity
at these locations has been reported to the division. Therefore, approval to drill
thesewells is hereby rescinded as of April 16, 2015.

A new APD must be filed with this office for approval vriorto the
commencement of any future work on the subject location.

If any previously unreported operations have been performed on this well
location, it is imperative that you notify the Division immediately.

Sincer ly,

Dian Mason
Environmental Scientist

cc: Well File
SITLA, Ed Bonner
Brad Hill, Technical Service Manager

UTAH

DNR

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114-5801
telephone (801) 538-5340 • facsimile (801) 359-3940 • TTY (801) 538-7458 • wwwogm.utah.gov

OIL, GAS &



43-013-51254 GMBU 3-16-9-17H
43-013-51255 GMBU 2-16-9-16H
43-047-52397 GMBU 1-2-9-18H
43-013-50996 STATE 1l-34-3-3W
43-013-51311 PARKINSON
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